
  

UNITED STATES DISTRICT COURT 
EASTERN DISTRICT OF TEXAS 

TYLER DIVISION 
 
         
SUPER INTERCONNECT 
TECHNOLOGIES LLC,  
         
   Plaintiff,     
         

v.        Civil Action No. 6:13-cv-740 
          
ZTE CORPORATION AND ZTE USA,    JURY TRIAL DEMANDED 
INC.,        
     
         
    Defendants.  
    
 
 
 

COMPLAINT 
 

1. Plaintiff Super Interconnect Technologies LLC (“Super Interconnect 

Technologies”), for its Complaint against defendants ZTE Corporation and ZTE USA, Inc. 

(collectively “ZTE” or “Defendants”), hereby alleges as follows: 

PARTIES 

2. Super Interconnect Technologies is a Texas company with its principal place of 

business in the Eastern District of Texas at 2400 Dallas Parkway, Suite 200, Plano, Texas 75093. 

3. On information and belief, ZTE Corporation is a corporation organized under the 

laws of the People’s Republic of China, and has its principal place of business located at No. 55, 

Hi-Tech Road South, ShenZhen, P.R. China 518057, where it can be served with process in 

accordance with the terms of the Hague Convention. 

4. On information and belief, ZTE USA, Inc. is a New Jersey corporation with its 

principal place of business at 2425 North Central Expressway, Suite 323, Richardson, Texas 
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75080.  ZTE USA Inc.’s registered agent for service of process in Texas is Jing Li, 2425 North 

Central Expressway, Suite 323, Richardson, Texas 75080. 

NATURE OF THE ACTION 

5. This is a civil action for infringement of United States Patent No. 6,560,290 (the 

“’290 patent”) under the patent laws of the United States, 35 U.S.C. § 1 et seq.  

JURISDICTION AND VENUE 

6. This Court has subject matter jurisdiction pursuant to 28 U.S.C. §§ 1331 and 

1338(a). 

7. On information and belief, each Defendant is subject to this Court’s specific and 

general personal jurisdiction pursuant to due process and the Texas Long Arm Statute, due at 

least to its substantial business in this forum, including: (A) at least part of its infringing 

activities alleged herein, and (B) regularly doing or soliciting business, engaging in other 

persistent causes of conduct, or deriving substantial revenue from goods and services provided to 

persons and other entities in Texas and this judicial district. 

8. Venue is proper in this judicial district pursuant to 28 U.S.C. § 1391(b), (c) and 

(d) and § 1400(b).  On information and belief, each Defendant has purposely transacted 

substantial business in this judicial district, and has committed acts of direct infringement in this 

judicial district. 

THE PATENT-IN-SUIT 
 

9. United States Patent No. 6,560,290, entitled “CMOS Driver and On-Chip 

Termination for Gigabaud Speed Data Communication,” was duly and legally issued by the 

United States Patent and Trademark Office on May 6, 2003.  A copy of the ‘290 patent is 

attached hereto as Exhibit A. 
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10. Super Interconnect Technologies is the exclusive licensee of the ‘290 patent and 

has the right to sue and recover damages for any current or past infringement. 

 
COUNT I 

 
(INFRINGEMENT OF U.S. PATENT NO. 6,560,290) 

11. Paragraphs 1 through 10 are incorporated by reference as if fully stated herein. 

12. This cause of action arises under the patent laws of the United States, and in 

particular, 35 U.S.C. § 271 et seq. 

13. ZTE has infringed, and continues to infringe, at least claim 9 of the ‘290 patent 

under 35 U.S.C. § 271, either literally or under the doctrine of equivalents, by making, using, 

offering to sell, selling or importing into the United States mobile electronic products that 

include on-chip termination, for example and without limitation, ZTE Fury.  

14. Super Interconnect Technologies has been and continues to be damaged by ZTE’s 

infringement of the ‘290 patent. 

 

PRAYER FOR RELIEF 

 Wherefore, Super Interconnect Technologies respectfully requests that this Court enter: 

 A. Judgment in favor of Super Interconnect Technologies that ZTE has infringed the 

‘290 patent; 

 B. An order requiring ZTE to pay Super Interconnect Technologies damages 

adequate to compensate for ZTE’s past infringement and any continuing or future infringement 

up until the date such judgment is entered, including pre- and post-judgment interest, costs and 

disbursements as justified under 35 U.S.C. § 284 and, if necessary to adequately compensate 

Super Interconnect Technologies for ZTE’s infringement, an accounting; 
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 C. A determination that this case is exceptional within the meaning of 35 U.S.C. § 

285; 

D. A preliminary and permanent injunction preventing ZTE, and those in active 

concert or participation with ZTE, from directly or indirectly infringing the ‘290 patent; 

E. A judgment requiring that, in the event a permanent injunction preventing future 

acts of infringement is not granted, Super Interconnect Technologies be awarded a compulsory 

ongoing licensing fee; and 

 F. Any and all further relief which this Court deems just and proper. 

DEMAND FOR JURY TRIAL 

 Super Interconnect Technologies requests a trial by jury on all issues so triable by right 

pursuant to Fed. R. Civ. P. 38. 
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Dated: October 1, 2013   Respectfully submitted,  
 

By: /s/ Craig Tadlock__________________ 
Craig Tadlock 

      Texas State Bar No. 00791766 
Keith Smiley 
Texas State Bar No. 24067869 

      TADLOCK LAW FIRM PLLC 
      2701 Dallas Parkway, Suite 360 
      Plano, Texas 75093 
      Tel: (903) 730-6789 
      Email: craig@tadlocklawfirm.com  
      Email: keith@tadlocklawfirm.com  
 
      Paul J. Hayes 
      Robert R. Gilman  

Christopher E. Millikin 
Jonathan R. DeBlois  

     HAYES MESSINA GILMAN & HAYES LLC 
      250 Northern Ave., Suite 410 
      Boston, Massachusetts 02110 
      Tel: (978) 809-3850 
      Fax: (978) 809-3869 
      Email: phayes@hayesmessina.com  
      Email: rgilman@hayesmessina.com 
      Email: cmillikin@hayesmessina.com 
       Email: jdeblois@hayesmessina.com 
 
  
      ATTORNEYS FOR PLAINTIFF SUPER 
      INTERCONNECT TECHNOLOGIES LLC 
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CM OS DRIVER AND ON-CHIP 
TERMINATION FOR GIGABAUD SPEED 

DATA COMMUNICATION 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

The present application claims the bene?t of US. provi 
sional application serial No. 60/071,879, titled “1.25 GBaud 
CMOS Driver and On-Chip Termination for Gigabit Ether 
net PHY Chip,” invented by Gijung Ahn, Deog-Kyoon 
Jeong, and Gyudong Kim, and ?led on Jan. 20, 1998. The 
present application is also a continuation-in-part of US. 
patent application Ser. No. 09/146,818, titled “System and 
Method for High-Speed, Synchronized Data 
Communication,” invented by Deog-Kyoon Jeong and 
Gijung Ahn, and ?led on Sep. 4, 1998 now US. Pat. No. 
6,229,809. 

BACKGROUND OF THE INVENTION 

1. Technical Field 
This invention relates to data communication systems. 

More particularly, this invention relates high-speed commu 
nications systems including high-speed transmitters and 
receivers. 

2. Description of Related Art 
As electronic and computer technology continues to 

evolve, communication of information among different 
devices, either situated near by or at a distance becomes 
increasingly important. For example, it is noW more desir 
able than ever to provide for high speed communications 
among different chips on a circuit board, different circuit 
boards in a system, and different systems With each other. It 
is also increasingly desirable to provide such communica 
tions at very high speeds, especially in vieW of the large 
amount of data required for data communications in inten 
sive data consuming systems using graphical or video 
information, multiple input-output channels, local area 
netWorks, and the like. 

It is particularly desirable to enable individual personal 
computers, Workstations, or other computing devices, Within 
Which data is normally internally transferred using parallel 
data buses, to communicate With each other over relatively 
simple transmission lines. Such transmission lines typically 
include only one or tWo conductors, in contrast With the 
64-bit and Wider data paths Within computing systems noW 
commonly available. 
A communication system that includes oversampling is 

often utiliZed to recover transmitted data. Such a system 
includes a receiver Which samples the incoming serial data 
stream at a rate greater than the rate at Which symbols (bits) 
are being transmitted. For example, in a three-times (3x) 
oversampling receiver, the incoming data stream is sampled 
at a rate approximately three times the symbol rate. 
HoWever, there are various problems to overcome in order 
to effectively implement such a receiver When the rate of 
data transmission is very high. For example, parasitic 
capacitance and inductance typically introduce substantial 
distortion into the received signal. 

The physical layer of the Gigabit Ethernet standard (IEEE 
802.32) requires a so-called PHY chip Which operates at 
gigabaud speeds. Traditionally, either GaAs or bipolar tech 
niques have been used to implement such PHY chips. 
HoWever, GaAs and bipolar circuits cannot be easily inte 
grated With other CMOS (complementary metal-oxide 
semiconductor) circuits and are typically more costly to 
manufacture than CMOS circuits. 
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2 
SUMMARY OF THE INVENTION 

The above described needs are met and problems are 
solved by the present invention. NeW very high-speed 
CMOS techniques are used to achieve a CMOS driver 
operating at gigabaud speeds. Such a driver may be manu 
factured more easily than drivers that use GaAs or bipolar 
techniques and further may be easily integrated With other 
CMOS circuits. A communication system utiliZing the 
gigabaud CMOS driver may additionally include a receiver 
With on-chip termination to signi?cantly reduce distortion in 
the presence of parasitic capacitance in inductance in com 
parison to a receiver With external termination. Furthermore, 
the communication system may include a phase tracker and 
a frame aligner. The phase tracker continously monitors the 
most frequent transition edges in the oversampled data so 
that the phase of the receiver clock keeps track of the sender 
clock. The frame aligner comprises a comma detector Which 
enables instant synchroniZation of data Words With a single 
comma character Within a serial data stream. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shoWs a block diagram of a communication system 
utiliZing a gigabaud CMOS driver in accordance With a 
preferred embodiment of the present invention. 

FIG. 2 shoWs a circuit diagram of a high-speed serialiZer 
in accordance With a preferred embodiment of the present 
invention. 

FIG. 3 shoWs a circuit diagram of a differential voltage 
driver in accordance With a preferred embodiment of the 
present invention. 

FIG. 4 shoWs typical circuit con?gurations of (a) a current 
mode driver and (b) a voltage mode driver in accordance 
With a preferred embodiment of the present invention. 

FIG. 5 shoWs simulated Waveforms under the con?gura 
tions shoWn in FIG. 4 in accordance With a preferred 
embodiment of the present invention. 

FIG. 6 shoWs a circuit diagram of an on-chip termination 
circuit in accordance With a preferred embodiment of the 
present invention. 

FIG. 7 shoWs the characteristics of the on-chip termina 
tion circuit shoWn in FIG. 6 for a 75 ohm transmission line 
in accordance With a preferred embodiment of the present 
invention. 

FIG. 8 contrasts (a) a conventional receiver con?guration 
using external termination outside the conventional receiver 
With (b) the receiver con?guration Which utiliZes on-chip 
termination Within the receiver in accordance With a pre 
ferred embodiment of the present invention. 

FIG. 9 contrasts (a) a simulated Waveform in a receiver 
using external termination in accordance With FIG. 8(a) With 
(b) a simulated Waveform in a receiver utiliZing on-chip 
termination in accordance With FIG. 8(b). 

FIG. 10 shoWs a block diagram of (a) a phase tracker and 
(b) a frame aligner in accordance With a preferred embodi 
ment of the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

FIG. 1 shoWs a block diagram of a communication system 
100 utiliZing a gigabaud CMOS driver 108 in accordance 
With a preferred embodiment of the present invention. The 
system 100 includes a transmitter 102, a receiver (RX) 
104, and a phase-locked loop (PLL) 106. 
As shoWn in FIG. 1, the transmitter 102 outputs a 1.25 

gigabit per second (Gbps) signal to a transmission medium. 
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Of course, the particular speed of the signal may vary Within 
the scope of the present invention. The transmitter 102 
includes a differential voltage driver (the gigabaud CMOS 
driver) 108, a serialiZer 110, and a data retimer 112. 

In accordance With a preferred embodiment, the data 
retimer 112 receives a 125 MHZ external clock and a 
DC-balanced and limited run-length 10-bit parallel data 
stream from an encoder. The data retimer 112 utiliZes the 
external clock to adjust the timing of the data stream. 

The serialiZer 110 receives the adjusted 10-bit parallel 
data stream from the data retimer 112. The serialiZer 110 also 
receives 10 phase clocks from the PLL 106. The serialiZer 
110 utiliZes the 10 phase clocks to transform the 10-bit 
parallel data stream into a serial bit stream. 

The differential voltage driver 108 receives the serial bit 
stream from the serialiZer 110. The differential voltage 
driver 108 drives the serial bit stream onto the medium at 
1.25 Gbps, 10 times the 125 MHZ speed of the external 
clock. 

The transmission medium Which carries the 1.25 Gbps 
signal is not terminated With a conventional external resistor. 
Instead, the transmission medium is terminated by an 
on-chip termination circuit 114 Within the receiver 104. Use 
of the on-chip termination circuit 114 reduces signal distor 
tion in comparison With external termination. The receiver 
104 includes, in addition to the on-chip termination 114, a 
3-times (3x) oversampler 116, a phase tracker 118, a RX 
clock selector 120, and a frame aligner 122. 

The oversampler 116 receives the data signal from the 
on-chip termination 114. The oversampler 116 utiliZes 30 
phase clocks supplied by the PLL 106 to oversample the data 
signal and generate 30 sampled bits in parallel. The 3x 
oversampler 116 provides the 30 sampled bits in parallel to 
the phase tracker 118. The phase tracker 118 and the RX 
clock selector 120 operate to recover the clock and the data 
from the oversampled data and provides the recovered data 
stream to the frame aligner 122. In a preferred embodiment, 
the frame aligner 122 searches for a comma character in the 
recovered data stream and makes a near instant alignment of 
the boundary betWeen Words When such a comma character 
is found. 

In accordance With a preferred embodiment of the system 
100, a clock frequency difference betWeen the TX 102 and 
the RX 104 of less than 0.1% is to be tolerated. The PLL 106 
operates to keep the clock frequency difference Within that 
tolerance. 

FIG. 2 shoWs a circuit diagram of a high-speed serialiZer 
110 in accordance With a preferred embodiment of the 
present invention. The serialiZer 110 comprises NMOS 
(n-type metal-oxide-semiconductor) transistors used as 
sWitching elements, and PMOS (p-type metal-oxide 
semiconductor) transistors (M1, M2, M3) used as loads. 
These transistors are used to form differential pseudo 
NMOS logic. 

Regarding the PMOS transistors, M1 has its source 
coupled to a supply voltage, its gate coupled to an electrical 
ground, and its drain coupled to the sources of M2 and M3. 
Operationally, M1 pulls doWn the common mode voltage so 
that the output voltage moves around one-half the supply 
voltage (Vdd/2) With a small sWing. M2 has its gate coupled 
to an electrical ground, and its drain coupled to a ?rst NMOS 
transistor netWork 202. M3 has its gate coupled to an 
electrical ground, and its drain coupled to a second NMOS 
transistor netWork 204. 

The ?rst netWork 202 includes a ?rst node 206 coupled to 
the drain of M2. The ?rst node 206 is also coupled to the 
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4 
negative input terminal of the differential voltage driver 108. 
In addition, the ?rst node 206 is coupled to ten columns 
(210, 211, . . . , 219) of NMOS transistors. Each column 
210—219 includes three NMOS transistors in series betWeen 
the ?rst node 206 and electrical ground. For example, the 
?rst column 210 includes a ?rst NMOS transistor 210a 
Whose source is coupled to the ?rst node 206, a second 
NMOS transistor 210b Whose source is coupled to the drain 
of the ?rst NMOS transistor 210a, and a third NMOS 
transistor 210c Whose source is coupled to the drain of the 
second NMOS transistor 210b and Whose drain is coupled to 
an electrical ground. The gate of the ?rst NMOS transistor 
210a is coupled to receive a ?fth phase clock signal (ck4) 
from the PLL 106. The gate of the second NMOS transistor 
210b is coupled to receive a ?rst phase clock signal (ck0) 
from the PLL 106. Finally, the gate of the third NMOS 
transistor 210c is coupled to receive a ?rst data signal (d0) 
from the data retimer 112. 

Similarly, the second column 211 includes three NMOS 
transistors (211a—211c) coupled in series betWeen the ?rst 
node 206 and an electrical ground. The gate of the ?rst 
NMOS transistor 211a is coupled to receive a sixth phase 
clock signal (ck5) from the PLL 106. The gate of the second 
NMOS transistor 211b is coupled to receive a second phase 
clock signal (ck1) from the PLL 106. Finally, the gate of the 
third NMOS transistor 211c is coupled to receive a second 
data signal (d1) from the data retimer 112. 
And so on for the other columns 212—219, incrementing 

the signals on the gates appropriately. For example, regard 
ing the tenth column 219, the gate of the ?rst NMOS 
transistor 219a is coupled to receive a fourth phase clock 
signal (ck3) from the PLL 106. The gate of the second 
NMOS transistor 219b is coupled to receive a tenth phase 
clock signal (ck9) from the PLL 106. Finally, the gate of the 
third NMOS transistor 2196 is coupled to receive a tenth 
data signal (d9) from the data retimer 112. 
The second netWork 204 includes a second node 208 

coupled to the drain of M3. The second node 208 is also 
coupled to the positive input terminal of the differential 
voltage driver 108. In addition, the second node 208 is 
coupled to ten columns (220, 221, . . . , 229) of NMOS 
transistors. Each column 220—229 includes three NMOS 
transistors in series betWeen the second node 208 and 
electrical ground. For example, the ?rst column 220 includes 
a ?rst NMOS transistor 220a Whose source is coupled to the 
second node 208, a second NMOS transistor 220b Whose 
source is coupled to the drain of the ?rst NMOS transistor 
220a, and a third NMOS transistor 2206 whose source is 
coupled to the drain of the second NMOS transistor 220b 
and Whose drain is coupled to an electrical ground. The gate 
of the ?rst NMOS transistor 220a is coupled to receive a 
?fth phase clock signal (ck4) from the PLL 106. The gate of 
the second NMOS transistor 220b is coupled to receive the 
?rst phase clock signal (ck0) from the PLL 106. Finally, the 
gate of the third NMOS transistor 2206 is coupled to receive 
an inverted version of the ?rst data signal (inverted d0) from 
the data retimer 112. 

Similarly, the second column 221 includes three NMOS 
transistors (221a—221c) coupled in series betWeen the sec 
ond node 208 and an electrical ground. The gate of the ?rst 
NMOS transistor 221a is coupled to receive a sixth phase 
clock signal (ck5) from the PLL 106. The gate of the second 
NMOS transistor 221b is coupled to receive a second phase 
clock signal (ck1) from the PLL 106. Finally, the gate of the 
third NMOS transistor 2216 is coupled to receive an inverted 
version of the second data signal (inverted d1) from the data 
retimer 112. 
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And so on for the other columns 222—229, incrementing 
the signals on the gates appropriately. For example, regard 
ing the tenth column 229, the gate of the ?rst NMOS 
transistor 229a is coupled to receive a fourth phase clock 
signal (ck3) from the PLL 106. The gate of the second 
NMOS transistor 229b is coupled to receive a tenth phase 
clock signal (ck9) from the PLL 106. Finally, the gate of the 
third NMOS transistor 2296 is coupled to receive an inverted 
version of the tenth data signal (d9) from the data retimer 
112. 

FIG. 3 shoWs a circuit diagram of a differential voltage 
driver 108 in accordance With a preferred embodiment of the 
present invention. The communication system 100 uses such 
a differential voltage driver 108 instead of a current mode 
driver, because a current mode driver is not appropriate to 
drive a high speed signal onto a transmission line in the 
presence of large parasitic capacitance and inductance due to 
bonding Wires and pads. The differential voltage driver 108 
comprises a ?rst inverter circuit 302a and a second inverter 
circuit 302b. 

The ?rst inverter circuit 302a comprises a NMOS tran 
sistor M1, a PMOS transistor M2, and an inverter 304a. The 
NMOS transistor M1 has its gate coupled to a supply 
voltage, its drain coupled to a ?rst node 306a, and its source 
coupled to a second node 308a. The PMOS transistor M2 
has its gate coupled to an electrical ground, its drain coupled 
to the ?rst node 306a, and its source coupled to the second 
node 308a. The inverter 304a has its input coupled to the 
?rst node 306a and its output coupled to the second node 
308a. The ?rst node 306a is also coupled to receive the 
negative polarity (—) output from the serialiZer 110. The 
second node 308a is also coupled to output a positive 
polarity (+) output to the transmission medium (for example, 
a cable). Thus, the circuitry of the ?rst inverter circuit 302a 
operates to receive the negative polarity data signal from the 
serialiZer 110, invert the signal, and output a positive polar 
ity data signal to the transmission medium. M1 and M2 are 
used as feedback resistors Which reduce the voltage sWing of 
the inverter 304a as Well as reducing the output impedance. 

The second inverter circuit 302b comprises a NMOS 
transistor M1, a PMOS transistor M2, and an inverter 304b. 
The NMOS transistor M1 has its gate coupled to a supply 
voltage, its drain coupled to a ?rst node 306b, and its source 
coupled to a second node 308b. The PMOS transistor M2 
has its gate coupled to an electrical ground, its drain coupled 
to the ?rst node 306b, and its source coupled to the second 
node 308b. The inverter 304b has its input coupled to the 
?rst node 306b and its output coupled to the second node 
308b. The ?rst node 306b is also coupled to receive the 
positive polarity (+) output from the serialiZer 110. The 
second node 308b is also coupled to output a negative 
polarity (—) output to the transmission medium (for example, 
a cable). Thus, the circuitry of the second inverter circuit 
302b operates to receive the positive polarity data signal 
from the serialiZer 110, invert the signal, and output a 
negative polarity data signal to the transmission medium. 
M1 and M2 are used as feedback resistors Which reduce the 
voltage sWing of the inverter 304b as Well as reducing the 
output impedance. 

FIG. 4 shoWs typical circuit con?gurations of (a) a current 
mode driver 408 and (b) a voltage mode driver 108. The 
voltage mode driver 108 Would be in accordance With a 
preferred embodiment of the present invention. 

In both cases, the driver (408 or 108) is coupled to a 
transmission medium via a connection typically including 
bonding and Wire pads. The transmission medium and 
connection thereto are modeled by tWo capacitors C1 and C2 
and an inductor L for each of tWo lines. C2 represents the 
capacitance of each transmission line, and each of the 
capacitors C2 is coupled betWeen a transmission line and an 
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electrical ground. Each LC circuit (comprising inductor L 
and capacitor C1) represents the parasitic inductance and 
capacitance due to the bonding Wires and pads. The other 
end of the transmission medium is coupled to a receiver via 
an appropriate connection (including termination). The 
appropriate connection varies depending upon Whether the 
driver is a current mode driver 408 or a voltage mode driver 
108. 

FIG. 5 shoWs simulated Waveforms under the con?gura 
tions shoWn in FIG. 4 in accordance With a preferred 
embodiment of the present invention. For purposes of the 
simulation, in order to model parasitic effects of the trans 
mission medium and the connection thereto, the inductance 
L Was set to be 4nH, and the tWo capacitors C1 and C2 Were 
set to be 2 pF and 4 pF, respectively. 
As shoWn in FIG. 5(a), signi?cant inter-symbol interfer 

ence occurs in the current mode driver 408 con?guration. 
This inter-symbol interference may be attributed to sloW, 
passive pull-up and constant current pull-doWn. In contrast, 
as shoWn in FIG. 5(b), only an insigni?cant amount of 
distortion occurs in the voltage mode driver 108 con?gura 
tion. This is because the voltage mode driver 108 drives the 
signal actively in both directions (up and doWn). 

FIG. 6 shoWs a circuit diagram of an on-chip termination 
circuit 114 in accordance With a preferred embodiment of 
the present invention. As shoWn in FIG. 6, the on-chip 
termination circuit is based on a common gate CMOS 
con?guration. In particular, the on-chip termination circuit 
114 includes an internal voltage divider 602, an impedance 
matching bias circuit 604, an external resistor 606, and a 
con?guration of common gate MOS transistors 608. 

In accordance With a preferred embodiment, the internal 
voltage divider 602 includes four resistors (610, 612, 614, 
616) and three nodes (Vh, Vm, and VI). The four resistors are 
coupled in series betWeen a supply voltage and an electrical 
ground. The three nodes exist betWeen the four resistors. The 
?rst resistor 610 couples the supply voltage to the ?rst node 
Vh. The second resistor 612 couples the ?rst node V,1 to the 
second node Vm. The third resistor 614 couples the second 
node Vm to the third node VI. The fourth resistor 616 couples 
the third node V, to an electrical ground. The voltage at V,1 
is relatively high, the voltage at V, is relatively loW, and the 
voltage at Vm is in betWeen. Finally, each of the three nodes 
is coupled to the bias circuit 604. Thus, the internal voltage 
divider 602 generates three reference voltages. 

In a preferred embodiment, the bias circuit 604 includes 
three operational ampli?ers (opamps) 618, 620, and 622 and 
7 transistors (M0—M6). The ?rst opamp 618 has its negative 
terminal coupled to Vm of the voltage divider 602, its 
positive terminal coupled to a ?rst node 624, and its output 
terminal coupled to a second node 626. The second opamp 
620 has its positive terminal coupled to of the voltage 
divider 602, its negative terminal coupled to a third node 
628, and its output terminal coupled to a fourth node 630. 
The fourth node 630 is also labeled as voltage VP. The third 
opamp 622 has its positive terminal coupled to V1, its 
negative terminal coupled to a ?fth node 632, and its output 
terminal coupled to a sixth node 634. The sixth node 634 is 
also labeled as voltage VN. 
The ?rst transistor MO comprises a PMOS transistor 

having its source coupled to a supply voltage, its drain 
coupled to the ?rst node 624, and its gate coupled to the 
second node 626. The second transistor M1 comprises a 
PMOS transistor having its source coupled to a supply 
voltage, its drain coupled to a seventh node 636, and its gate 
coupled to the second node 626. The third transistor M2 
comprises a PMOS transistor having its source coupled to a 
supply voltage, its drain coupled to the third node 628, and 
its gate coupled to the second node 626. Thus, each of the 
?rst three transistors M0—M2 comprise PMOS transistor 
having their gates controlled by the output of the ?rst opamp 
618. 
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The fourth transistor M3 comprises a NMOS transistor 
having its source coupled to a supply voltage, its drain 
coupled to the ?fth node 632, and its gate coupled to the 
siXth node 634 (VN). The ?fth transistor M4 comprises a 
PMOS transistor having its source coupled to the third node 
628, its drain coupled to an electrical ground, and its gate 
coupled to the fourth node 630 (VP). The siXth transistor M5 
comprises a NMOS transistor having its source and its gate 
both coupled to the seventh node 636, and its drain coupled 
to an electrical ground. Finally, the seventh transistor M6 
comprises a NMOS transistor having its source coupled to 
the ?fth node 632, its drain coupled to an electrical ground, 
and its gate coupled to the seventh node 636. 

The external resistor 606 includes a resistor, denoted as 
having a resistance value of Re, coupled betWeen the ?rst 
node 624 of the bias circuit 604 and an electrical ground. 
The eXternal resistor 606 is used as a reference impedance. 

The common gate MOS transistors 608 include tWo 
NMOS transistors M7 and M9, and tWo PMOS transistors 
M8 and M0. The ?rst NMOS transistor M7 has its source 
coupled to a supply voltage, its drain coupled to a ?rst output 
node 638, and its gate coupled to the siXth node 634 of the 
bias circuit 604. The ?rst PMOS transistor M8 has its source 
coupled to the ?rst output node 638, its drain coupled to an 
electrical ground, and its gate coupled to the fourth node 630 
of the bias circuit 604. The ?rst output node 638 is coupled 
to the positive polarity line from the transmission medium 
for termination purposes. The second NMOS transistor M9 
has its source coupled to a supply voltage, its drain coupled 
to a second output node 640, and its gate coupled to the siXth 
node 634 of the bias circuit 604. The second PMOS tran 
sistor M10 has its source coupled to the second output node 
640, its drain coupled to an electrical ground, and its gate 
coupled to the fourth node 630 of the bias circuit 604. The 
second output node 640 is coupled to the negative polarity 
line of the transmission medium for termination purposes. 

Operationally, the bias circuit 604 controls the termina 
tion voltage and impedance by providing bias voltages VP 
and VN to the gates of the common gate MOS transistors 
608. Within the bias circuit 604, transistors M0, M1, M2, 
M5 and M6 are connected as current mirrors. All currents in 
the current mirrors are set as Vm/Re. Transistors M7 and M9 
are replicas of M3. Transistors M8 and M10 are replicas of 
M4. M3 generates current Io at V1. M4 generates current Io 
at Vh. 

FIG. 7 shoWs the characteristics of the on-chip termina 
tion circuit 114 shoWn in FIG. 6 for a 75 ohm transmission 
line in accordance With a preferred embodiment of the 
present invention. Both voltage 702 and current 704 char 
acteristics are shoWn. In addition, a voltage versus current 
graph 706 is also shoWn. 

The voltage vs. current graph 706 shoWs net current 706a, 
PMOS transistor current 706b, and NMOS transistor current 
706c. The graph 706 shoWs that although the impedance of 
either the PMOS transistor or the NMOS transistor is not 
linear, the combined effect of the PMOS and NMOS tran 
sistors is almost linear When the voltage is around Vdd/2. In 
particular, When the resistor values in the voltage divider are 
such that (Vh—Vm)=(Vm—Vl), then the relation betWeen 
termination resistance RT and external resistance Re is as 
folloWs: 

The above equation shoWs that impedance is independent 
of supply voltage because both (Vh—Vm) and Vm are pro 
portional to Vdd. There is a trade-off betWeen poWer con 
sumption and termination resistance range. 

FIG. 8 contrasts (a) a conventional receiver con?guration 
801 using eXternal termination 806 outside the conventional 
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8 
receiver 804 With (b) the receiver con?guration 802 Which 
utiliZes on-chip termination 114 Within the receiver 104 in 
accordance With a preferred embodiment of the present 
invention. As shoWn in FIG. 8, the conventional receiver 
con?guration 801 has the eXternal termination 806 placed in 
betWeen the capacitance C2 of the transmission medium and 
the LC circuit (L and C1) on the conventional receiver 804. 
In contrast, the receiver con?guration 802 has the on-chip 
termination 114 betWeen the LC circuit (L and C1) on the 
conventional receiver 804 and the rest of the conventional 
receiver 804. 

FIG. 9 contrasts (a) a ?rst simulated Waveform 901 in a 
receiver using eXternal termination in accordance With FIG. 
8(a) With (b) a second simulated Waveform 902 in a receiver 
utiliZing on-chip termination in accordance With FIG. 8(b). 
The simulations Were run assuming the folloWing values: 
L=4 nH, C1=2 pF, and C2=4 pF. The simulations also 
assumed an ideal rectangular pulse train driven through a 75 
ohm medium. As shoWn in FIG. 9, signi?cantly reduced 
distortion can be seen in the second simulated Waveform 902 
in comparison to the ?rst simulated Waveform 901. Thus, 
using the on-chip termination 114 reduces distortion of the 
received signal. 

FIG. 10 shoWs a block diagram of (a) a phase tracker 118 
and (b) a frame aligner 122 in accordance With a preferred 
embodiment of the present invention. In the preferred 
embodiment shoWn in FIG. 10(a), the phase tracker 118 
includes a sample rotator 1002, a ?rst D-type ?ip ?op (DFF) 
array 1004, a second D-type ?ip ?op (DFF) array 1006, a 
most frequent transition-edge ?nder 1008, a phase decision 
circuit 1010, and a phase counter 1012. 

In a preferred embodiment, the rotator 1002 receives 
thirty samples in parallel from the sampler 116. The rotator 
1002 applies a signal from the phase counter 1012 to shuffle 
the samples and to the timing of the samples into a RX clock 
domain. The rotated samples are provided by the rotator 
1002 to the DFF arrays 1004 and 1006. Both the tWo DFF 
arrays 1004 and 1006 also receives the RX clock signal from 
the RX clock selector 120 for control purposes. In particular, 
the ?rst 15 samples are provided to the ?rst DFF array 1004, 
and the second 15 samples are provided to a second half of 
the second DFF array 1006. The ?rst DFF array 1004 
provides its contents to a ?rst half of the second DFF array 
1006. The second DFF array 1006 outputs 10 bits of data in 
parallel to the frame aligner 122, and also outputs its 
contents to the ?nder 1008. 

In a preferred embodiment, the ?nder 1008 determines the 
most frequent transition-edge in the contents provided by the 
second DFF 1006. The most frequent edge information is 
passed from the ?nder to the phase decision circuit 1010. By 
continuously monitoring the most frequent transition-edge 
in the oversampled data, the phase of the RX clock keeps 
track of the sender’s clock. In a preferred embodiment, the 
phase decision circuit 1010 uses the most frequent 
transition-edge information to determine Whether an up 
signal or a doWn signal should be sent to the phase counter 
1012. The phase counter 1012 applies any up or doWn signal 
received from the phase decision circuit 1010 and provides 
a 10-bit phase pointer to the rotator 1002 and to the clock 
selector 120. The phase pointer indicates Which clock among 
the 30 PLL clocks is closest to the clock of the transmitter 
102. 

In the preferred embodiment shoWn in FIG. 10(b), the 
frame aligner 122 includes a D-type ?ip ?op (DFF) array 
1016, a comma detector 1018, a comma pointer 1020, and 
a data selector 1022. The DFF array 1016 stores the previous 
9 bits of Word-unaligned data from the phase tracker 118 and 
provides them to a comma detector 1018. The comma 
detector 1018 also receives the current 10 bits of Word 
unaligned data from the phase tracker 118. The comma 
detector 1018 searches across the 19 bit data sequence to 
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detect any comma Which Would comprise the sequence of 
bits 0011111010. The detected position of a comma is stored 
using a comma pointer 1020. The comma pointer 1020 is 
used by the data selector 1022 to extract the Word aligned 10 
bits of data until a neW comma is detected. 

What is claimed is: 
1. A system for high speed communication of digital data 

comprising: 
a transmission medium including a ?rst end and a second 

end; 
a transmitter coupled to the ?rst end of the transmission 
medium for converting the digital data to a data signal 
and for driving the digital signal onto the transmission 
medium, the transmitter including a complementary 
metal-oxide-semiconductor (CMOS) voltage driver; 
and 

a receiver coupled to the second end of the transmission 
medium for receiving the data signal from the trans 
mission medium and for recovering the digital data 
from the data signal, the receiver including on-chip 
termination for substantially reducing distortion in the 
data signal. 

2. The system of claim 1, Wherein the data signal com 
prises a serial data signal, and the transmitter further 
includes a high speed serialiZer. 

3. The system of claim 1, Wherein the CMOS voltage 
driver drives the data signal onto the transmission medium 
at least at gigabaud speed. 

4. The system of claim 1, further comprising: 
a phase-locked loop coupled to the transmitter and to the 

receiver, the phase-locked loop receiving a clock signal 
from the transmitter, generating a plurality of clock 
signals With different phases based on the clock signal, 
and providing the plurality of clock signals With dif 
ferent phases to the receiver. 

5. The system of claim 4, Wherein the phase-locked loop 
further provides a subset of the plurality of clock signals 
With different phases to the transmitter. 

6. The system of claim 5, Wherein the reveiver further 
includes an oversampler for receiving the plurality of clock 
signals With different phases and applying the plurality of 
clock signals With different phases to oversample the data 
signal and so generate an oversampled data signal. 

7. The system of claim 6, Wherein the receiver further 
includes phase tracking circuitry for receiving the over 
sampled data signal and for monitoring a most frequent 
transition edge in the oversampled data in order to keep track 
of the clock signal from the transmitter. 

8. The system of claim 7, the receiver further comprises: 
a clock selector coupled to the phase tracking circuitry 

and to the phase-locked loop, the clock selector and the 
phase tracker operative to recover the clock and the 
data from the oversampled data. 

9. A receiver for receiving a data signal from a transmis 
sion medium and for recovering digital data from the data 
signal, the receiver comprising: 

an on-chip termination circuit for substantially reducing 
distortion in the data signal the on-chip termination 
circuit comprising 
an internal voltage divider for generating reference 

voltages; 
an impedance matching bias circuit coupled to the 

internal voltage divider; and 
common gate MOS resistors coupled to the impedance 

matching bias circuit, the impedance matching cir 
cuit controlling a termination voltage and impedance 
by providing bias voltages to gates of the common 
gate MOS transistors. 
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10 
10. The receiver of claim 9, further comprising: 
an oversampler for applying a plurality of clock signals 

With different phases to oversample the data signal and 
so generate an oversampled data signal. 

11. The receiver of claim 10, Wherein the receiver further 
includes phase tracking circuitry for monitoring a most 
frequent transition edge in the oversampled data in order to 
keep track of a clock signal from a transmitter Which drove 
the data signal onto the transmission medium. 

12. The receiver of claim 9, further comprising: 
a comma detector for ?nding comma characters in the 

data signal for purposes of data Word synchroniZation. 
13. The receiver of claim 9, Wherein the common gate 

MOS resistors comprise: common-gate PMOS and NMOS 
transistors, the PMOS and NMOS transistors being opera 
tive to increase the linearity of the current and voltage 
relations and to increase the alloWable voltage- current range 
for high-speed signal termination. 

14. The receiver of claim 9, Wherein the on-chip termi 
nation circuit further comprises: 

an external resistor coupled betWeen a ?rst node of the 
impedance matching bias circuit and an electrical 
ground, the external resistor operative to act as a 
reference impedance. 

15. The receiver of claim 9, Wherein the internal voltage 
divider comprises: 

three nodes providing three reference voltages Vh, Vm, 
V1, to the impedance matching bias circuit. 

16. The receiver of claim 11, Wherein the phase tracking 
circuitry comprises 

a sample rotator coupled to the oversampler, the sample 
rotator operative to rotate the samples and to provide 
the rotated samples as output. 

17. A transmitter for converting digital data to a data 
signal and for driving the data signal onto a communication 
medium, the transmitter comprising: 

a CMOS voltage driver for driving the data signal onto the 
transmission medium at least at gigabaud speed, the 
driver comprising a ?rst inverter circuit and a second 
inverter circuit, the ?rst inverter circuit comprising: 
a NMOS transistor Ml having a gate coupled to a 

supply voltage, a drain coupled to a ?rst node and a 
source coupled to a second node; 

a PMOS transistor M2 having a gate coupled to an 
electrical ground, a drain coupled to the ?rst node 
and a source coupled to the second node; and 

an inverter having an input coupled to the ?rst node and 
an output coupled to the second node, the ?rst node 
being adapted to receive a negative polarity output, 
the second node being adapted to output a positive 
polarity output onto the communication medium, the 
second inverter circuit comprising: 
a NMOS transistor Ml having a gate coupled to a 

supply voltage, a drain coupled to a ?rst node and 
a source coupled to a second node; 

a PMOS transistor M2 having a gate coupled to an 
electrical ground, a drain coupled to the ?rst node 
and a source coupled to the second node; and 

an inverter having an input coupled to the ?rst node 
and an output coupled to the second node, the ?rst 
node being adapted to receive a positive polarity 
output, the second node being adapted to output a 
negative polarity output onto the communication 
medium. 

18. The transmitter of claim 17, Where the data signal 
comprises a serial data signal, and the transmitter further 
includes a high speed serialiZer. 

* * * * * 
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time of filing.  In U.S. plaintiff cases, enter the name of the county in which the first listed defendant resides at the time of filing.  (NOTE: In land condemnation
cases, the county of residence of the “defendant” is the location of the tract of land involved.)

(c) Attorneys.  Enter the firm name, address, telephone number, and attorney of record.  If there are several attorneys, list them on an attachment, noting
in this section “(see attachment)”.

 II.  Jurisdiction.  The basis of jurisdiction is set forth under Rule 8(a), F.R.C.P., which requires that jurisdictions be shown in pleadings.  Place an “X” in one
of the boxes.  If there is more than one basis of jurisdiction, precedence is given in the order shown below.

United States plaintiff.  (1) Jurisdiction based on 28 U.S.C. 1345 and 1348.  Suits by agencies and officers of the United States are included here.

United States defendant.  (2) When the plaintiff is suing the United States, its officers or agencies, place an “X” in this box.

Federal question.  (3) This refers to suits under 28 U.S.C. 1331, where jurisdiction arises under the Constitution of the United States, an amendment to the
Constitution, an act of Congress or a treaty of the United States.  In cases where the U.S. is a party, the U.S. plaintiff or defendant code takes precedence, and box
1 or 2 should be marked.

Diversity of citizenship.  (4) This refers to suits under 28 U.S.C. 1332, where parties are citizens of different states.  When Box 4 is checked, the citizenship of
the different parties must be checked.  (See Section III below; federal question actions take precedence over diversity cases.)

III.  Residence (citizenship) of Principal Parties.  This section of the JS 44 is to be completed if diversity of citizenship was indicated above.  Mark this section
for each principal party.

IV. Nature of Suit.  Place an “X” in the appropriate box.  If the nature of suit cannot be determined, be sure the cause of action, in Section VI below, is
sufficient to enable the deputy clerk or the statistical clerks in the Administrative Office to determine the nature of suit.  If the cause fits more than one nature of
suit, select the most definitive.

V.  Origin.  Place an “X” in one of the seven boxes.
Original Proceedings.  (1) Cases which originate in the United States district courts.

Removed from State Court.  (2) Proceedings initiated in state courts may be removed to the district courts under Title 28 U.S.C., Section 1441.  When the petition
for removal is granted, check this box.

Remanded from Appellate Court.  (3) Check this box for cases remanded to the district court for further action.  Use the date of remand as the filing date.

Reinstated or Reopened.  (4) Check this box for cases reinstated or reopened in the district court.  Use the reopening date as the filing date.

Transferred from Another District.  (5) For cases transferred under Title 28 U.S.C. Section 1404(a).  Do not use this for within district transfers or multidistrict
litigation transfers.

Multidistrict Litigation.  (6) Check this box when a multidistrict case is transferred into the district under authority of Title 28 U.S.C. Section 1407.  When this
box is checked, do not check (5) above.

Appeal to District Judge from Magistrate Judgment.  (7) Check this box for an appeal from a magistrate judge’s decision.

VI. Cause of Action.  Report the civil statute directly related to the cause of action and give a brief description of the cause.  Do not cite jurisdictional statutes
unless diversity. Example: U.S. Civil Statute: 47 USC 553

Brief Description: Unauthorized reception of cable service

VII. Requested in Complaint.  Class Action.  Place an “X” in this box if you are filing a class action under Rule 23, F.R.Cv.P.
Demand.  In this space enter the dollar amount (in thousands of dollars) being demanded or indicate other demand such as a preliminary injunction.

Jury Demand.  Check the appropriate box to indicate whether or not a jury is being demanded.

VIII. Related Cases.  This section of the JS 44 is used to reference related pending cases if any.  If there are related pending cases, insert the docket numbers
and the corresponding judge names for such cases.

Date and Attorney Signature.  Date and sign the civil cover sheet.
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