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IN THE UNITED STATES DISTRICT COURT  
FOR THE DISTRICT OF DELAWARE 

 
PRAGMATUS MOBILE, LLC,   ) 
       ) 
   Plaintiff,    )  
       ) 
  v.     ) C.A. No. ______________________ 
       ) 
ZTE CORPORATION;     ) JURY TRIAL DEMANDED 
ZTE (USA) INC.;     )  
       ) 
   Defendants   ) 
 

COMPLAINT FOR PATENT INFRINGEMENT 

Plaintiff Pragmatus Mobile, LLC ("Pragmatus") complains and alleges as follows against 

Defendants ZTE Corporation and ZTE (USA) Inc.(collectively, "ZTE"): 

THE PARTIES 

1. Pragmatus is a limited liability company organized and existing under the laws of 

the Commonwealth of Virginia with its principal place of business at 601 North King Street, 

Alexandria, Virginia 22314. 

2. Pragmatus is informed and believes that ZTE Corporation is a corporation 

organized under the laws of China and its principal place of business is No. 55 Hi-Tech Road 

South, Hi-Tech Industrial Park, Nanshan District, Shenzhen, Guangdong Province 518057, 

China. 

3. Pragmatus is informed and believes that ZTE (USA) Inc. is a corporation 

organized under the laws of New Jersey and its principal place of business is 2425 N. Central 

Expressway, Suite 323, Richardson, TX 75080. Upon information and belief, ZTE (USA) Inc. is 

a wholly owned subsidiary of ZTE Corporation. 
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JURISDICTION AND VENUE 

4. This is an action for patent infringement arising under the patent laws of the 

United States, United States Code, 35 U.S.C. § 271 et seq. This Court has subject matter 

jurisdiction over this action under Tide 28 United States Code, §§ 1331 and 1338.  

5. Pragmatus is informed and believes that this Court has personal jurisdiction over 

ZTE because ZTE is incorporated within this district, and/or because ZTE has committed, and 

continues to commit, acts of infringement in Delaware. Pragmatus is informed and believes that 

ZTE also maintains a registered agent in Delaware, namely Corporation Service Company, 2711 

Centerville Rd, Suite 400, Wilmington, Delaware 19808. 

6. Venue is proper under 28 U.S.C. §§ 1391 and 1400 because ZTE has committed 

acts of infringement in this district and/or is deemed to reside in this district. 

THE PATENTS-IN-SUIT 

7. On April 3, 2012, the United States Patent and Trademark Office ("USPTO") duly 

and legally issued United States Patent No. 8,149,124 ("the '124 Patent"), entitled "Personal 

Security And Tracking System." Pragmatus holds all right, title and interest in and to the '124 

Patent. A true and correct copy of the '124 Patent is attached as Exhibit A. 

8. On June 18, 2013, the United States Patent and Trademark Office ("USPTO") 

duly and legally issued United States Patent No. 8,466,795 ("the '795 Patent"), entitled "Personal 

Security And Tracking System." Pragmatus holds all right, title and interest in and to the '795 

Patent. A true and correct copy of the '795 Patent is attached as Exhibit B. 

9. On information and belief, ZTE had knowledge of at least the '124 Patent and the 

'795 Patent no later than October 8, 2013 by virtue of letters sent by Pragmatus to ZTE 

Corporation’s President and Executive Director, Shi Lirong and ZTE (USA) Inc.’s CEO, Lixin 

Cheng. 
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COUNT I 

(INFRINGEMENT OF THE '124 PATENT) 

10. Pragmatus incorporates by reference herein the averments set forth in paragraphs 

1 through 9 above. 

11. ZTE has and continues to infringe directly one or more claims of the '124 Patent 

by making, using, offering for sale, selling and/or practicing the inventions covered by at least 

claim 1 of the '124 Patent, at least by providing the ZTE Z992 smartphone. 

12. ZTE has and continues to infringe indirectly one or more claims of the '124 Patent 

by inducing others to infringe at least claim 1 of the '124 Patent by knowingly and intentionally 

encouraging or aiding third parties (e.g., ZTE' s users) to use, inter alia, the ZTE Z992 

smartphone in a way that infringes and will continue to infringe the '124 Patent. ZTE, through at 

least its online user manuals, marketing materials and help materials actively induced and 

continues to induce its users of, inter alia, the ZTE Z992 smartphone to infringe the '124 Patent. 

13. ZTE has and continues to contributorily infringe one or more claims of the ‘124 

Patent, including at least claim 1, by offering to users of, inter alia, the ZTE Z992 smartphone 

components that embody a material part of the inventions described in the '124 Patent that are 

known by ZTE to be especially made or especially adapted for use in infringement of the '124 

Patent and are not staple articles or commodities suitable for substantial, non-infringing use. 

Pragmatus is informed and believes that the third party users of, inter alia, the ZTE Z992 

smartphone have infringed and will continue to infringe the '124 Patent by using the ZTE Z992 

smartphone. 

14. Pragmatus has provided ZTE written notice of ZTE's infringement prior to the 

filing of this suit, and ZTE also has written notice of its infringement by virtue of the filing and 

service of this Complaint. Pragmatus is informed and believes that from the time that ZTE 
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received notice of its  infringement of the '124 patent on or about October 9, 2013 in letters from 

William Marino to Shi Lirong and Lixin Cheng, ZTE knew that users of, inter alia, the ZTE 

Z992 smartphone infringed the '124 patent and knew that it facilitated infringement by providing 

the ZTE Z992 smartphone to end users and encouraged infringement by providing online user 

manuals, marketing materials and help materials that explain how to infringe the '124 Patent. In 

addition to identifying the '124 Patent in the October 8, 2013 letters, Mr. Marino also included 

representative claim comparisons showing how the '124 Patent reads on the ZTE Z992 

smartphone.  

15. Pragmatus is informed and believes that following notice ZTE did nothing to 

remedy its infringement and continues to infringe to this day. ZTE has continued to infringe 

despite an objectively high likelihood that its, inter alia, ZTE Z992 smartphone infringes the 

'124 Patent. Moreover, this risk was either known or so obvious that it should have been known 

to ZTE. Accordingly, ZTE has willfully infringed the '124 Patent.  

16. As a result of ZTE’s acts of infringement, Pragmatus has suffered and will 

continue to suffer damages in an amount to be proved at trial. 

COUNT II 

(INFRINGEMENT OF THE '795 PATENT) 

17. Pragmatus incorporates by reference herein the averments set forth in paragraphs 

1 through 9 above. 

18. ZTE has and continues to infringe directly one or more claims of the '795 Patent 

by making, using, offering for sale, selling and/or practicing the inventions covered by at least 

claim 27 of the '795 Patent, at least by providing the ZTE Z992 smartphone. 

19. ZTE has and continues to infringe indirectly one or more claims of the '795 Patent 

by inducing others to infringe at least claim 27 of the '795 Patent by knowingly and intentionally 
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encouraging or aiding third parties (e.g., ZTE' s users) to use, inter alia, the ZTE Z992 

smartphone in a way that infringes and will continue to infringe the '795 Patent. ZTE, through at 

least its online user manuals, marketing materials and help materials actively induced and 

continues to induce its users of, inter alia, the ZTE Z992 smartphone to infringe the '795 Patent. 

20. ZTE has and continues to contributorily infringe one or more claims of the ‘795 

Patent, including at least claim 27, by offering to users of, inter alia, the ZTE Z992 smartphone 

components that embody a material part of the inventions described in the '795 Patent that are 

known by ZTE to be especially made or especially adapted for use in infringement of the '795 

Patent and are not staple articles or commodities suitable for substantial, non-infringing use. 

Pragmatus is informed and believes that the third party users of, inter alia, the ZTE Z992 

smartphone have infringed and will continue to infringe the '795 Patent by using the ZTE Z992 

smartphone. 

21. Pragmatus has provided ZTE written notice of ZTE’s infringement prior to the 

filing of this suit, and ZTE also has written notice of its infringement by virtue of the filing and 

service of this Complaint. Pragmatus is informed and believes that from the time that ZTE 

received notice of its  infringement of the '795 patent on or about October 9, 2013 in letters from 

William Marino to Shi Lirong and Lixin Cheng, ZTE knew that users of, inter alia, the ZTE 

Z992 smartphone infringed the '795 patent and knew that it facilitated infringement by providing 

the ZTE Z992 smartphone to end users and encouraged infringement by providing online user 

manuals, marketing materials and help materials that explain how to infringe the '795 Patent. In 

addition to identifying the '795 Patent in the October 8, 2013 letters, Mr. Marino also included 

representative claim comparisons showing how the '795 Patent reads on the ZTE Z992 

smartphone.  
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22. Pragmatus is informed and believes that following notice ZTE did nothing to 

remedy its infringement and continues to infringe to this day. ZTE has continued to infringe 

despite an objectively high likelihood that its, inter alia, ZTE Z992 smartphone infringes the 

'795 Patent. Moreover, this risk was either known or so obvious that it should have been known 

to ZTE. Accordingly, ZTE has willfully infringed the '795 Patent.  

23. As a result of ZTE’s acts of infringement, Pragmatus has suffered and will 

continue to suffer damages in an amount to be proved at trial. 

PRAYER FOR RELIEF 

WHEREFORE, Pragmatus respectfully requests the following relief: 

a) A judgment that ZTE has infringed one or more claims of United States Patent Nos. 

8,149,124 and 8,466,795; 

b) A judgment that United States Patent Nos. 8,149,124 and 8,466,795 are valid and 

enforceable; 

c) Pragmatus be awarded damages adequate to compensate Pragmatus for ZTE' s 

infringement of United States Patent Nos. 8,149,124 and 8,466,795 up until the date such 

judgment is entered, including prejudgment and post-judgment interest, costs, and disbursements 

as justified under 35 U.S.C. § 284 and, if necessary, to adequately compensate Pragmatus for 

ZTE' s infringement, an accounting; 

d) A judgment that Pragmatus be awarded attorney fees, costs, and expenses incurred in 

prosecuting this action;  

e) A judgment that Pragmatus be awarded such further relief at law or in equity as the Court 

deems just and proper; and 

f) A judgment permanently enjoining ZTE from further infringement of each of United 

States Patent Nos. 8,149,124 and 8,466,795. 
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g) A judgment that ZTE's infringement of United States Patent Nos. 8,149,124 and 

8,466,795 was willful and enhancing Pragmatus' damages to three times its actual damages as a 

result. 

DEMAND FOR JURY TRIAL 

Pragmatus hereby demands trial by jury on all claims and issues so triable. 

Dated:  April 7, 2014 
 

Respectfully submitted, 
 
FARNAN LLP 
 
By: /s/ Brian E. Farnan  
     Brian E. Farnan (Bar No. 4089) 
     919 North Market Street, 12th Floor 
     Wilmington, Delaware 19801 

(302) 777-0300 
(302) 777-0301 (Fax) 
bfarnan@farnanlaw.com   

Attorneys for Plaintiff 
PRAGMATUS MOBILE, LLC 

Of Counsel: 
 
Anthony Grillo 
MARINO AND GRILLO 
150 N. Radnor Chester Rd. 
Suite F-200 
Radnor, PA 19087 
Telephone: (610) 977-2414 
Fax: (610) 549-2385  
agrillo@marinogrillo.com 
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PERSONAL SECURITY AND TRACKING 
SYSTEM 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a continuation of and claims priority 
under 35 U.S.C. §120 to US. patent application Ser. No. 
10/628,094, ?led on Jul. 25, 2003, entitled “Personal Security 
and Tracking System”, now US. Pat. No. 7,038,590, Which is 
a continuation of US. patent application Ser. No. 09/284,598, 
?led on Apr. 16, 1999, entitled “Personal Security and Track 
ing System”, now US. Pat. No. 6,624,754, Which is a 
National Stage application of, and claims priority under 35 
U.S.C. §119(a) to PCT Application No. PCT/US98/00896, 
?led Jan. 20, 1998, Which is a continuation-in part of US. 
patent application Ser. No. 08/881,054, ?led on Jun. 24, 1997, 
now US. Pat. No. 6,239,700, and Which is a continuation-in 
part ofU.S. patent application Ser. No. 08/786,411, ?led Jan. 
21, 1997, now US. Pat. No. 5,742,233. 

FIELD OF INVENTION 

The present invention relates to a signaling system that 
enables an individual in distress to initiate an alarm to alert 
appropriate personnel combined With a locating and tracking 
system that enables the alerted personnel to monitor the loca 
tion of the individual in distress. 

BACKGROUND 

We are constantly reminded of the need for personal secu 
rity in today’s society. All too often in the neWs We hear of 
missing persons and the dramatic searches Which ensue. For 
each heroic story of a “just-in-time” rescue of a person Who is 
abducted, lost, in a threatening situation, or in need of emer 
gency medical care, there are many more personal dramas 
Which unfortunately end in tragedy. It folloWs that immediate 
noti?cation of an emergency situation and a prompt response 
from police, paramedics, ?re department, or another service 
organization are essential for the Well-being of the individual. 

Today’s technology provides us With public services such 
as the 911 telephone number for rapidly summoning emer 
gency help if We are able to access a telephone, dial the 
number, and communicate our location. HoWever, these ser 
vices fall short in the case of a young child, a mentally 
incompetent or medically incapacitated person, someone lost 
in the Woods, or the victim of an abduction or kidnapping. 
These situations necessitate a security system that travels 
With the individual, is not limited in range, is able to de?ne 
and signal an emergency situation Without human interven 
tion, and identi?es the individual’s location. Such a system 
Would provide protection to the individual and peace of mind 
to those responsible for his or her care and Well-being. 
A number of prior art devices have been proposed for use as 

personal alarms and tracking systems, as Well as to automate 
the dispatch of proper authorities to a person in an emergency 
situation. US. Pat. No. 4,694,284 issued to Levelle et al. 
discloses a collar to prevent abduction. The Levelle et al. 
device does not alloW the user to manually activate any one of 
several alarm states or levels. It relies on a Wide range of 
available receivers, such as directional radio receivers, ama 
teur radio receivers, or television receivers to give an approxi 
mate location of the collar, not the individual, once the collar 
is removed. 
US. Pat. Nos. 4,744,083, 4,839,656, and 4,965,586 issued 

to O’Neill disclose variations of a system that uses position 
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ing determining satellites in a geostationary orbit. This sys 
tem is intended to be used to generate terrain maps, to test 
message transfer link signal quality, and for determining the 
elevation of an object by comparing transmitted information 
With a stored terrain map. It is not intended for use as a 
personal security system, nor is it capable of being so used. 
US. Pat. No. 4,799,062 issued to Sanderford et al. dis 

closes a radio position determination and apparatus based on 
measured times-of-arrival of radio signals from a plurality of 
land-based transmitters. This patent is concerned With errors 
due to multipath (signal re?ection) problems causing errors in 
locating the signal source. 
US. Pat. No. 4,818,998 issued to Apsell et al. provides a 

system for tracking stolen motor vehicles, not individuals, 
using radio direction-?nding methods. This system is initi 
ated only after a delay in reporting and veri?cation through a 
national database of registered users of the system. The 
method of using radio direction-?nding techniques also 
delays locating the vehicle. 
US. Pat. No. 4,819,860 issued to Hargrove et al. discloses 

a Wrist-mounted device for sensing vital functions. It is acti 
vated only When preset pulse rate and body temperature limits 
are exceeded. The user relies on an emergency aircraft locator 
beacon in order to be found. There is no provision for a 
manually activated security alarm. 
US. Pat. Nos. 4,885,571, 4,918,432, and 4,952,913 issued 

to Pauley et al. describe methods of monitoring prisoners 
con?ned to a “house arrest.” These methods are intended for 
use Within the restricted limits of a ?eld monitoring device. 
US. Pat. No. 5,021,794 issued to LaWrence discloses a 

personal emergency locator using UHF radio direction-?nd 
ing and distance-measuring equipment to ?nd a person. This 
patent only provides for remote activation by a child’s parent 
of the Wearer’ s locating transmitter; it does not provide for the 
Wearer to initiate the alarm. As in other prior art of this type, 
this device also relies on a timeconsuming method of radio 
direction-?nding techniques and skills to eventually locate 
the person Wearing the alarm. 
US. Pat. No. 5,027,314 issued to LinWood et al. describes 

a system and method for tracking a number of subjects, each 
Wearing a personal infrared transmitter, detected by a plural 
ity of receivers in a pre-determined area. This system is lim 
ited to identi?cation and tracking Within line-of-sight in con 
?ned areas and does not lend itself for use in Widespread 
geographical areas. 
US. Pat. No. 5,196,825 issued toYoung discloses an appa 

ratus for monitoring the location of a person and determining 
Whether the person is in distress using a transceiver and at 
least one remote receiver. In the monitor mode, the alarm 
activation apparatus must continuously transmit a signal 
Which is used to activate the alarm. This feature has limita 
tions due to the fact that the transmitter is alWays on, short 
ening the life of available battery poWer. Again, as in other 
references previously mentioned, the user must be located by 
radio direction-?nding equipment. 
US. Pat. No. 5,225,809 issuedto Bunn discloses apersonal 

security system that requires constructing a plurality of auto 
matic direction-?nding antennas in an appropriately orga 
niZed and spaced relation Within the geographical area to be 
monitored. Once a rough estimate of Where the transmitting 
signal is located, a more precise location must be determined 
by the use of direction-?nding equipment. 
US. Pat. No. 5,225,842 issued to BroWn et al. discloses a 

vehicle or any other animate or inanimate object tracking and 
navigation system employing GPS satellites and a remote 
GPS receiver. Although the BroWn et al. system uses GPS 
technology, it does provide the advantages of an optimal 
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personal security system. Speci?cally, this system does not 
contemplate active and/or passive alarm signal generation by 
a personal security device. 
US. Pat. No. 5,334,974 issued to Simms et al. discloses a 

fully automatic security system to be used to protect passen 
gers in a motor vehicle. This system also lacks certain ele 
ments of an optimal personal security system, including the 
ability to provide personal security independent of a vehicle 
and the ability of a central station to initiate a status request of 
the mobile unit. 
US. Pat. No. 5,357,254 issued to Kah, Jr. discloses a loca 

tion monitoring system that utiliZes a radio transmitter and a 
radio receiver to monitor the movement of a person or object. 
The receiver sounds an alarm at a predetermined time after 
failure to receive a signal. This system requires the use of a 
receiver to determine range and direction to locate the user. As 
in other prior art of this type, Kah, Jr. ’254 also relies on using 
a method of radio direction- and range-?nding Which takes 
time and skill to eventually locate the person Wearing the 
alarm. 
US. Pat. No. 5,396,227 issued to Carroll et al. discloses a 

system that monitors an individual for compliance With a 
protective order. The system is activated When the violator’s 
transmitter is detected by the victim’s receiving apparatus. 
US. Pat. No. 5,461,390 issued to Hoshen addresses the 

problem for monitoring a number of prisoners Within a speci 
?ed boundary and is useful for “house arrest” and stalker 
detection. This patent relates to monitoring a subject’s loca 
tion and comparing the location listed on a database as to 
Where the subject should be. 
US. Pat. No. 5,515,419 issuedto Sheffer describes a track 

ing system and method for tracking a movable object carrying 
a cellular phone unit. The phone unit includes a processor for 
generating the emergency signal. The location of the user is 
determined by the cellular phone system’s identifying or 
control channel signals received by the phone and only gives 
a general location of the user. 
US. Pat. No. 5,559,520 issued to BarZegar discloses an 

information system for automatically providing mobile 
vehicles dispatch information related to their geographical 
location. This system is described to provide routing infor 
mation to vehicles, rather than to provide a personal security 
and tracking system for individuals. 

Despite the above-described tracking and security devices 
and systems, it is important to note that the prior art generally 
is limited to transmitting an alarm, the source of Which is 
located by a complex array of antennas or by a direction 
?nding receiver, either of Which Would require undue time to 
locate a person in distress. 

Systems utiliZing GPS technology for tracking vehicles 
have not fully addressed the requirements of a portable, per 
sonal security system. Nor do extant systems, developed for 
tracking a person, that are limited to applications such as 
monitoring prisoners Within range of a ?eld monitoring 
device. 

Current available technology does not address the case of 
an individual Who is helpless in an emergency situation Where 
information is required so that the appropriate authorities can 
respond quickly and e?iciently to a distress signal generated 
by the individual. Providing personal security for persons at 
risk demands a fully automated and responsive system for 
summoning assistance. 

In order to meet the demands created by a situation Where 
an individual With limited time, opportunity, or ability to 
generate a distress signal encounters danger, becomes lost, or 
experiences another condition that requires assistance, the 
ideal personal security and tracking system Will comprise an 
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4 
alarm trigger and separate signaling unit, such that the sig 
naling unit Will generate an alarm signal in response to acti 
vation of the alarm trigger to enable a locating system to 
identify the location of the signaling unit, Which should 
remain With the individual. The alarm could be generated by 
the individual directly, as by manual activation of the alarm 
trigger or manual activation of the signaling unit itself, or 
indirectly, as Where the alarm trigger is removed from the 
individual or Where the portable signaling unit becomes sepa 
rated from the alarm trigger by a predetermined distance, 
thereby automatically generating an alarm signal. The ideal 
system should further alloW for the generation of varying 
levels of alarm signals. 

Further, the ideal system Would use a locating system that 
does not constrain an individual to a given geographical area 
and that contains multiple redundancies to provide for faster, 
more accurate, and more reliable signal source location infor 
mation than do knoWn systems and devices. 

SUMMARY OF THE PRESENT INVENTION 

Accordingly, it is an object and advantage of the present 
invention to provide a personal security and tracking system 
for individuals Which quickly and accurately provides a cen 
tral dispatch station With data identifying the type of alarm 
and the location of an individual. 

It is another object and advantage of the present invention 
to provide a computer system Which Will interpret, validate, 
and store all data received at the central dispatch station. 

It is yet another object and advantage of the present inven 
tion to provide a system that makes available to a dispatch 
operator all validated data received at the central dispatch 
station together With any stored information about the indi 
vidual assigned to the portable signaling unit. 

It is a further object and advantage of the present invention 
to provide a means for displaying the type of alarm and the 
location of the individual in a convenient format, part of 
Which Will display the individual’s location on a digitiZed 
map, all of Which Will alloW ef?cient dispatching of appro 
priate emergency assistance to the exact location of the per 
son in distress in possession of the signaling unit. 

It is a still further object and advantage of the present 
invention to provide a fully automatic personal security sys 
tem and communication protocol Which is operative under the 
most severe circumstances to automatically summon an 

emergency response in accordance With the speci?c personal 
needs of the person assigned to the portable signaling unit. 

It is yet a further object and advantage of the present 
invention to provide a personal security system as described 
above Which alloWs the individual to manually summon 
assistance in an emergency situation. 

It is another object and advantage of the present invention 
to provide a personal security system as described above 
Which may be operated under pre-de?ned or user speci?ed 
circumstances such as to alert of a health trauma Where the 
individual is able to manually summon assistance. 

It is yet another object and advantage of the present inven 
tion to provide an automatic means for summoning an emer 
gency response Without the necessity of intervention by the 
individual in distress should the remote alarm sWitch be 
removed from the individual by forceful or unauthorized 
means. 

It is a further object and advantage of the present invention 
to provide an automatic means for summoning an emergency 
response Without the necessity of intervention by the indi 
vidual in distress should the portable signaling unit be sepa 
rated from the proximity of the remote alarm sWitch. 
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It is a still further object and advantage of the present 

invention to provide a portable, intelligent signaling unit. 
It is yet a further object and advantage of the present 

invention to provide a signaling unit that can be carried or 
securely attached to a person Without hindering personal 
activity. 

Another object and advantage of the present invention is to 
provide a personal security system as described above Which 
alloWs the central dispatch operator to selectively establish 
tWo-Way digital contact With the portable signaling unit. 

Yet another object and advantage of the present invention is 
to provide a personal security system as described above 
Which alloWs the central dispatch operator to selectively 
establish tWo-Way voice contact With the person carrying the 
portable signaling unit. 
A further object and advantage of the present invention is to 

provide a personal security system Which gives the central 
dispatch operator control to initiate a request for the locating 
information. 
A still further object and advantage of the present invention 

is to provide for the central dispatch station to monitor the 
location of a person Within preset boundaries Which, When 
violated, Would activate an alarm at the central dispatch sta 
tion. 

Yet a further object and advantage of the present invention 
is to provide for a reliable remote alarm sWitch unit that does 
not need to be continuously transmitting in order to be opera 
tional. 

It is another object and advantage of the present invention 
to provide for circuits in the signaling unit not required in the 
actual sensing of an alarm to remain off or in the standby 
mode therefore conserving battery poWer. 

It is yet another object and advantage of the present inven 
tion to provide a means to alert a dispatch operator of the need 
for maintenance in the case of a loW battery condition in the 
portable signaling unit. 

It is still another object and advantage of the present inven 
tion to provide for a reliable personal security and tracking 
system that can be periodically interrogated and tested for 
malfunction by the central dispatch station. 

It is a further object and advantage of the present invention 
to provide for a reliable personal security and tracking system 
that can be periodically interrogated by the central dispatch 
station to compile historical data. 

It is still a further object and advantage of the present 
invention to provide a signaling unit that is not limited in 
geographical range. 

It is yet a further object and advantage of the present 
invention to combine the advantages of long-range locating 
and navigation systems, like that used in Wireless location 
technology such as the Automatic Location Identi?cation 
(ALI) of cellular telephone transmissions, Global Positioning 
System (GPS) of satellites, LORAN-C, or GLONASS, With 
the extensive communications capabilities of a Wireless com 
munication system, such as a cellular telephone system, digi 
tal personal communications system (PCS), or communica 
tion satellites, to yield a practical personal security and 
tracking system With the above-described emergency assis 
tance capabilities. 

The present invention is a personal security and tracking 
system that comprises a portable signaling unit and a remote 
alarm sWitch unit, each to be Worn or carried by an individual 
being monitored. The system further comprises a central dis 
patch station to Which distress signals and position coordi 
nates are transmitted. The system employs the use of Wireless 
location technology such as the Automatic Location Identi? 
cation (ALI) of cellular telephone transmissions, Global-Po 
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6 
sitioning System (GPS) of satellites or other types of locating 
systems, such as LORAN-C or GLONASS, that may perform 
the function of providing accurate position coordinates. The 
system further employs a means for data and voice commu 
nications betWeen the portable signaling unit and the central 
dispatch station. 

Accordingly, the personal security and tracking system of 
the present invention provides a reliable personal alarm sys 
tem for individuals and has the additional advantages in that 
it quickly and accurately provides a central dispatch operator 
With information concerning the nature of the alarm and the 
location of the individual. The system further provides a 
computer system that Will interpret, validate, and store all 
data received at the central dispatch station that is entered into 
the computer system, as Well as a system that makes available 
to a dispatch operator all validated data received at the central 
dispatch station together With any stored information corre 
sponding to the individual assigned to the portable signaling 
unit, such as subscriber information, emergency telephone 
numbers, boundary information, etc. that is entered into the 
computer system. 

In addition, the system of the present invention provides a 
means for displaying to a dispatch operator the type of alarm 
and the location of the individual in a convenient format, part 
of Which Will display the individual’s location on a digitiZed 
map, all of Which Will alloW ef?cient dispatching of appro 
priate emergency assistance to the exact location of the indi 
vidual in distress in possession of the signaling unit. 
The system of the present invention is a fully automatic 

personal security system and communication protocol that is 
operative under the mo st severe circumstances to summon an 

emergency response automatically in accordance With the 
speci?c personal needs of the individual. Optionally, the sys 
tem alloWs an individual to manually summon assistance in 
an emergency situation. 
The system may be operated under pre-de?ned standard or 

user-speci?ed circumstances, such as to alert emergency ser 
vices personnel of a health trauma or a situation in Which the 
remote alarm sWitch is forcibly removed from the individual, 
as in a kidnapping. Forceful or unauthoriZed removal of the 
remote alarm sWitch from the individual automatically gen 
erates an urgent alarm signal that summons emergency assis 
tance once the remote alarm sWitch is opened or broken. 
Additionally, removal of the portable signaling unit from the 
individual also automatically generates an urgent alarm sig 
nal When the portable signaling unit has been removed to a 
distance Where it can no longer sense a periodic signal from 
the remote alarm sWitch. 
The system of the present invention comprises a small, 

portable, durable, Water-proof, intelligent signaling unit that 
can be securely attached to an individual Without hindering 
personal activity and that is not limited in geographical range. 
The system provides a reliable alarm sWitch that does not 
need to be continuously transmitting to be operational and 
permits circuits that are not required in the actual sensing of 
an alarm to remain off or in a standby mode, therefore con 
serving battery poWer. The system further provides a means to 
alert a dispatch operator of the need for maintenance in the 
case of a loW battery condition in the portable signaling unit. 
The personal security system of the present invention gives 

the central dispatch operator the ability to initiate a request for 
location coordinate information for the individual being 
monitored. In addition, the system permits the central dis 
patch station to monitor the location of an individual Within 
prede?ned boundaries such that, When violated, the system 
Would generate an alarm signal to the central dispatch station. 
The system further alloWs a central dispatch operator to selec 
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tively establish tWo-Way digital contact With the portable 
signaling unit and, optionally, tWo-Way voice contact With the 
person carrying the portable signaling unit. The system also 
enables a central dispatch station to periodically interrogate 
and test the system for malfunction and to compile historical 
data. 

The personal security and tracking system of the present 
invention combines the advantages of Wireless location tech 
nology, such as the Automatic Location Identi?cation (ALI) 
of cellular telephone transmissions, Global Positioning Sys 
tem (GPS) of satellites, LORAN-C, or GLONASS, With the 
extensive communications capabilities of a Wireless commu 
nication system, such as a cellular telephone system, digital 
personal communications system PCS), or communication 
satellites, to yield a practical personal security and tracking 
system With the above-described emergency assistance capa 
bilities. 

It should be noted that the invention is not limited to the 
security and tracking of a person. The invention is capable of 
protecting the security of animals and inanimate objects. The 
invention can pinpoint and monitor the location of anything 
capable of carrying a portable signaling unit due to the fact 
that it can be interrogated by the central dispatch station. 

The system of the present invention may additionally be 
integrated With existing Emergency Locator Transponder 
(ELT) systems, Which are used to locate doWned aircraft by 
providing the geographic location (i.e., latitude and longi 
tude) of the aircraft. 

The above-described and other objects, features, and 
advantages of the present invention Will become more appar 
ent from the folloWing detailed description of the preferred 
embodiments and certain modi?cations thereof When taken 
together With the accompanying draWings in Which: 

DRAWING FIGURES 

FIG. 1 is a schematic of a personal security and tracking 
system in accordance With an embodiment of the present 
invention; 

FIG. 2 is a perspective draWing of a portable signaling unit 
Which is included in the personal security and tracking system 
of FIG. 1; 

FIGS. 3A and 3B are perspective draWings of a remote 
alarm sWitch unit Which is included in the personal security 
and tracking system of FIG. 1; 

FIG. 4 is a block diagram of the major circuit components 
in the remote alarm sWitch unit of FIGS. 3A and 3B; 

FIG. 5 is a block diagram of the major circuit components 
in the personal security and tracking system of FIG. I includ 
ing a detailed block diagram of the portable signaling unit of 
FIG. 2; 

FIG. 6 is a block diagram of the major circuit components 
in an alternate embodiment of the personal security and track 
ing system of FIG. 1 including a detailed block diagram of the 
portable signaling unit of FIG. 2; 
FIG 7 is a block diagram shoWing the functional compo 

nents of a central dispatch station employed by the present 
invention; and 

FIGS. 8A and 8B shoWs various situations, alarm activa 
tion methods and the associated information received, dis 
played and stored at the central dispatch station. 

DETAILED DESCRIPTION OF EMBODIMENTS 

Referring to FIG. 1, the personal security and tracking 
system according to the present invention generally includes 
a portable signaling unit 20 and a remote alarm sWitch unit 40 
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8 
shoWn here in a con?guration of a Wri stband. Either or both of 
portable signaling unit 20 and remote alarm sWitch unit 40 
can be Worn or carried by an individual 50 being monitored. 
The personal security and tracking system shoWn in FIG. 1 

employs, as part of cellular telephone system 70, Wireless 
location technology, such as a cellular telephone Automatic 
Location Identi?cation (ALI) system, in order to identify the 
origination location of an alarm signal generated by portable 
signaling unit 20 in response to a triggering of remote alarm 
sWitch unit 40. It should be appreciated by one skilled in the 
art that other types of locating systems, such as a Global 
Positioning System (GPS), LORAN-C, or GLONASS, may 
perform the function of providing accurate position coordi 
nates and may be substituted therefor. Hence, the present 
invention should not be construed as limited to ALI. 
A cellular telephone system 70 provides a means for data 

and voice communications betWeen the portable signaling 
unit 20 and a central dispatch station 80. The cellular tele 
phone system 70 may be any conventional cellular telephone 
system. It should also be appreciated by one skilled in the art 
that other types of communication devices such as satellite 
transceivers or any other tWo-Way Wireless communication 
system may perform the function of the cellular telephone 
system 70 and may easily be substituted therefor. Hence, the 
present invention should not be construed as limited to a 
cellular telephone system. 
The portable security and tracking system also includes a 

central dispatch station 80. The central dispatch station 80 is 
manned by one or more dispatch operators 82 and includes an 
intelligent telephone system 84, one or more data modems 86, 
a computer system 90, and one or more display consoles 92. 
The computer system 90 comprises means to store and access 
communications information, a user database, an emergency 
services database, map display information, and unit identi 
?er and alarm status display information. The computer sys 
tem 90 further comprises one or more data-to-voice sWitches 
and has remote activation capability, plotting algorithms, 
boundary monitoring alarm features, and the capability to 
store and retrieve historical data. In a preferred embodiment, 
display console 92 displays the alarm signal origination loca 
tion, the user identi?cation, and an alarm code, as described in 
FIG. 7. A number of suitable map programs incorporating 
many of these features are commercially available and suit 
able for use With the present invention. 

FIG. 2 shoWs a portable signaling unit 20 that includes a 
main poWer on-off keypad 22. Local alarm push-button 
sWitches 24a, 24b, 240, etc. alloW the use of the portable 
signaling unit 20 by campers, hikers, or skiers, etc., When the 
additional features of the remote alarm sWitch unit 40 may not 
be required. A cellular telephone antenna 26 is embodied in 
the casing of the signaling unit 20. In another variation, a GPS 
receiving antenna 30 could also be embodied in the outer part 
of the casing of signaling unit 20 When a GPS receiver is used 
for determining the location of the signaling unit. A speaker 
microphone element 32 gives the central dispatch operator 82 
the option to conduct tWo-Way voice communications With 
the individual in distress. TWo electrical contacts 34 are 
mounted to the base for use With a drop-in battery charger 36, 
as knoWn in the art of portable communications systems. 
Portable signaling unit 20 can be manufactured in various 
con?gurations for attaching it securely to the individual 50, 
including by use of a belt, belt clip, or carry strap. Another 
variation of the con?guration could incorporate a sensor to 
detect if the portable signaling unit 20 Was involuntarily 
removed from the individual and Would automatically trigger 
an alarm signal to the central dispatch station. 
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FIGS. 3A and 3B show one embodiment of the remote 
alarm switch unit 40 in the form of a wristband assembly. 
Remote alarm switch unit 40 can be in the form of any other 
object, such as a broach, pendant, or keychain. Regardless of 
its construction, remote alarm switch unit 40 comprises a 
series of manual alarm push-buttons 42a, 42b, 420, etc. These 
manual alarm push-buttons can be marked with different 
symbols and/ or color codes for easy reference by the user. For 
example, green, yellow and red may be used to indicate 
increasing order of alarm priority. 
Remote alarm switch unit 40 further comprises a miniature 

radio transmitter having a built-in antenna 46, a lithium bat 
tery 48, an encoder circuit 58, and an automatic switch circuit 
44 that is activated if remote alarm switch unit 40 is removed 
from individual 50 by forcefull or unauthoriZed means. In the 
wristband con?guration of remote alarm switch unit 40 as 
shown, a section of insulation material 52, e.g., non-electro 
conductive plastic, is provided so that the clasp portion 54 of 
the wristband can provide a closed circuit to the automatic 
alarm switch circuit 44. These components enable remote 
alarm switch unit 40 to automatically generate a signal if the 
circuit is determined to be open (e.g., when the remote alarm 
switch unit 40 is unintentionally removed from the indi 
vidual). 

Remote alarm switch unit 40 also comprises a timer circuit 
56, which enables remote alarm switch unit 40 to transmit a 
periodic signal so that portable signaling unit 20 can deter 
mine that remote alarm switch unit 40 is within the preset 
location range of portable signaling unit 20 (i.e., a “normal” 
condition: the portable signaling unit 20 is still being worn or 
carried by the individual). 

Further, remote alarm switch unit 40 contains circuitry that 
enables remote alarm switch unit 40 to be in a nontransmitting 
mode when in a non-triggered state, except during transmis 
sion of the periodic signals. In this way, battery power is 
conserved, unlike where remote alarm switch unit 40 is con 
tinuously transmitting in the triggered state. 

In practice, the central dispatch station 80 will interpret an 
alarm signal generated by portable signaling unit 20 when 
portable signaling unit 20 fails to receive a periodic signal 
from remote alarm switch unit 40 as indicating that remote 
alarm switch unit 40 is not within the preset location range of 
portable signaling unit 20. Since the central dispatch station 
80 has not received an alarm indication that remote alarm 
switch unit 40 has been removed from the individual by 
forceful or unauthoriZed means, it must be that portable sig 
naling unit 20 has been removed from the individual. 

FIG. 4 shows a functional block diagram of the circuits in 
the remote alarm switch unit 40. The various manual alarm 
switches 42a, 42b, and 420 are shown. Also shown are auto 
matic alarm switch circuit 44, encoder circuit 58, timer circuit 
56, miniature radio transmitter having a built-in antenna 46, 
and lithium battery 48. 

FIG. 5 shows a system block diagram which includes por 
table signaling unit 20, drop-in battery charger 36, a cellular 
telephone system 70 with wireless location technology such 
as a cellular telephone Automatic Location Identi?cation 
(ALI) system, remote alarm switch unit 40, and central dis 
patch station 80. Contained within the portable signaling unit 
20 are 3 local alarm switches 24a, 24b, 240, a programmed 
unit serial identi?cation code circuit 104, a microcontroller 
106, a cellular telephone receiver 108 with a pre-assigned 
telephone number, a cellular telephone antenna 26, and a 
cellular telephone transmitter 110. The cellular telephone 
circuit 110 also comprises a pre-programmed telephone num 
ber for the central dispatch station 80, a redial counter, and 
alternate telephone numbers to provide for failsafe operation. 
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Also included in the portable signaling unit are a data modem 
112, a data-to-voice switching circuit 114, a remote alarm 
radio receiver with built-in antenna 116, a decoder circuit 
118, a speaker-microphone element 32, a rechargeable bat 
tery 120, a low battery sensor circuit 122, a missing pulse 
detector 124, and a power-up switch circuit 126. 

FIG. 6 shows an alternative system block diagram which 
incorporates the use of GPS satellite network 60, a GPS 
receiving antenna 30, a GPS receiving circuit 100, and a 
position buffer circuit 102, in association with the circuits 
described above with reference to FIG. 5. 
The general method of operation of the personal security 

tracking system is described as follows: 
The portable signaling unit 20 canbe worn or carried by the 

user, preferably under the wearer’s clothing so as to not be 
visible to a possible perpetrator. 
As shown in FIG. 5, the portable signaling unit 20 is ?rst 

put into service by an authoriZed person, parent, or guardian 
who enters a security code at the main power on/ off key pad 
22. The portable signaling unit 20 is now in a stand-by mode 
so as to conserve battery power. In the stand-by mode only 
those circuits essential to sensing an alarm condition are 
powered on. These essential circuits include remote alarm 
radio receiver 116, decoder circuit 118, missing pulse detec 
tor 124, cellular telephone receiving circuit 108, data modem 
circuit 112, microcontroller 106 and a low battery sensing 
circuit 122. The microcontroller 106 continuously polls the 
alarm inputs to detect a change in security conditions. It also 
commands and directs circuit operations. The data-to-voice 
switch circuit 114 remains in the data mode and cannot be 
switched to the voice mode until it receives the power up 
command. The remainder of the circuits remain off until an 
alarm input is detected. 
As shown in FIG. 8 the portable signaling unit 20 is acti 

vated to the alarm mode when any one of the following 
conditions prevail: 

(a) When the person in distress has enough control in the 
situation to manually activate the portable signaling unit 20 
(FIG. 2). 

This is done by depressing any one of the manual pushbut 
ton switches 24a, 24b, 240, etc. on the portable signaling unit 
20. The selection of the proper manual push-button switches 
24a, 24b, 240, etc. is related to various health conditions or a 
threat to the individual’s personal safety, based on a pre 
arranged agreement with the central dispatch station. E.g., 
depressing manual alarm push-button switch 240 can mean 
“I’m okay, just checking in, as pre-arranged”, depressing 
manual alarm push-button switch 24b can mean “I am in need 
of medical assistance”, and depressing manual alarm push 
button switch 24a can mean “Help, my life is in danger!” 

Referring to FIG. 5, depressing any one of the pushbutton 
switches 24a, 24b, 240, etc. on the portable signaling unit 20 
sends a signal to microcontroller 106 and sets alarm input 
number 1a, 1b, 10, etc. corresponding to the manual switch 
that was depressed. 

(b) When the person in distress has enough control in the 
situation to manually activate the remote alarm switch unit 40 
(FIGS. 3A and 3B). 

This is done by depressing any one of the manual push 
button switches 42a, 42b, or 420, etc. The selection of the 
proper manual alarm push-button switch 42a, 42b or 420, etc., 
is related to various, health conditions or a threat to the indi 
vidual’s personal safety, as described in paragraph (a) above. 

Referring to FIG. 4, depressing any one of the push-button 
switches 42a, 42b, or 420, etc. on the remote alarm switch unit 
40 sends a pulse to the encoder circuit 58. The encoder circuit 
58 then sends a uniquely coded data pulse and a transmit “on” 
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command to the miniature radio transmitter 46. In FIG. 5, a 
radio frequency signal, With the unique code denoting Which 
manual switch Was depressed, is sent from the remote alarm 
sWitch unit 40 to the portable signaling unit 20. The signal is 
detected by the remote alarm radio receiver 116 and decoded 
by the decoder circuit 118. Decoder 118 sets alarm input 
number 2a, 2b, or 20, etc. in the microcontroller 106 corre 
sponding to the manual sWitch that Was depressed in the 
remote alarm sWitch unit 40. Coding and decoding the remote 
alarm sWitch unit 40 signal Will prevent false triggering of the 
portable signaling unit 20 from other stray and random radio 
frequency sources. 

(c) When the remote alarm sWitch unit 40 is removed from 
the individual 50 by forceful or unauthoriZed means before 
the individual is able to summon help. 

In FIG. 4, the automatic alarm sWitch circuit 44 is activated 
When, in this example, the Wristband clasp assembly 54 is 
opened, or if the Wristband is cut or broken. In either case, the 
automatic alarm sWitch circuit 44 senses that electrical con 
tinuity around the Wri stband is broken creating an open elec 
trical circuit. The automatic alarm sWitch circuit 44 then 
sends a pulse to the encoder circuit 58. The encoder circuit 58 
sends a uniquely coded pulse and a transmit “on” command to 
the miniature radio transmitter 46. In FIG. 5, a radio fre 
quency signal, With the unique code denoting the automatic 
alarm sWitch circuit 44 activation, is sent to the portable 
signaling unit 20. The signal is detected by remote alarm radio 
receiver 116 and decoded by decoder circuit 118. Decoder 
118 sets alarm input number 3 in the microcontroller 106. 

(d) When the portable signaling unit 20 is removed from 
the individual 50 by forceful or unauthoriZed means before 
the individual can summon help. 
A feature of the portable security and tracking system 

provides for detecting the separation of the portable signaling 
unit 20 from the remote alarm sWitch unit 40. A scenario 
might be Where the portable signaling unit 20 is removed 
from the individual 50 by a perpetrator and discarded and the 
remote alarm sWitch (in the form of a Wristband for example) 
is untouched. Its operation is described as folloWs: 

The portable signaling unit 20 must receive a radio fre 
quency signal from the remote alarm sWitch unit 40 at a 
predetermined time interval. A failure to receive this signal 
Will activate the portable signaling unit 20 to transmit an 
alarm. This failure to receive the signal may be When the 
distance betWeen the portable signaling unit 20 and the 
remote alarm sWitch unit 40 becomes too great to detect the 
signal or it may be caused by a battery or transmitter failure in 
the remote alarm sWitch unit 40. 

In FIG. 4, the timer circuit 56 in remote alarm sWitch unit 
40 sends a pulse to the encoder circuit 58 at a predetermined 
time interval, e.g., once every minute. The encoder circuit 58 
sends a uniquely coded pulse and a short transmit “on” com 
mand to the miniature radio transmitter 46. 

In FIG. 5, a radio frequency signal, With a unique code 
denoting a timer circuit activation, is sent to the portable 
signaling unit 20. The signal is detected by remote alarm radio 
receiver circuit 116 in the portable signaling unit 20. The 
unique code is decoded by the decoder circuit 118 and sent to 
missing pulse detector circuit 124. If missing pulse detector 
124 fails to be reset Within a predetermined time interval by 
the periodic signal, e. g., 1.5 minutes, then alarm input number 
4 is set in microcontroller 106. The separation distance at 
Which the portable signaling unit 20 is activated is set by 
adjusting the poWer output of the miniature radio transmitter 
46 in the remote alarm sWitch unit 40. 
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(e) When a loW battery condition is sensed by the loW 

battery sensor circuit 122. 
In FIG. 5, the loW battery sensor circuit 122 is preset to 

alloW a su?icient amount of remaining battery voltage to 
ensure reliable activation of the portable signaling unit 20. 
When the voltage drops beloW a preset voltage threshold, 
alarm input ?ag number 5 is set in the microcontroller 106. 

(f) When the portable signaling unit 20 needs to be located 
and/or monitored. 

Referring to FIG. 7, the central dispatch station operator 82 
locates the subscriber information including the telephone 
number of portable signaling unit 20 in the computer system 
90 database. The remote activation capability in the computer 
system 90 is then used to automatically dial the portable 
signaling unit 20 and transmit a cellular digital packet data 
(CDPD) transmission via the cellular telephone system 70 to 
the individual’s portable signaling unit 20. In FIG. 5, upon 
receiving the telephone CDPD transmission, cellular tele 
phone receiver circuit 1 08 sends the received data through the 
data modem circuit 112 Which sets alarm input number 6 in 
the microcontroller 106. 
Upon sensing any one of the above described alarm input 

conditions, the microcontroller 106, then turns on the remain 
der of the circuits Within the portable signaling unit 20 by 
activating poWer-up sWitch circuit 126. 
As shoWn in FIG. 5, the programmed unit identi?cation 

code circuit 104, the cellular telephone transmitter circuit 110 
and the data-to-voice sWitching circuit 114 are turned on. 

FIG. 6 shoWs a variation of signaling unit 20 Which incor 
porates a GPS receiver to determine the user’s location. In this 
variation, the GPS receiver 100 and the position buffer circuit 
102 are also turned on upon sensing any one of the above 
described alarm input conditions. 

In the case of alarm conditions described in (a) through (d), 
above, the microcontroller 106 commands the cellular tele 
phone transmitter circuit 110 to automatically dial the central 
dispatch station 80. The central dispatch station 80 receives 
the incoming signal and returns a CDPD transmission 
requesting the portable signaling unit 20 to send its data. The 
portable signaling unit 20 replies With a CDPD transmission 
consisting of its unit identi?cation number and the alarm 
code. In the case Where a GPS receiver is used to determine 
location, a hierarchy of longitude and latitude coordinate data 
is also included in the CDPD transmission to the central 
dispatch station 80. 

In the case of (e) above, When the cellular telephone trans 
mitter circuit 110 is activated, the microcontroller 106 then 
sends a CDPD transmission consisting of its unit identi?ca 
tion number and the alarm code. In the case Where a GPS 
receiver is used to determine location, a hierarchy of longi 
tude and latitude coordinate data is also included in the CDPD 
transmission to the central dispatch station 80. 

In FIG. 7, the central dispatch station 80 receives the 
incoming CDPD transmission from the portable signaling 
unit 20 to the intelligent telephone system 84 via the cellular 
telephone system 70. The cellular telephone system 70 pro 
vides Automatic Location Identi?cation (ALI) information 
that gives the location of the origin of the cellular telephone 
transmissions. This technology has been developed by com 
panies such as XYPOINT and The Associated Group 
(TruePositionTM), in response to a Federal Communications 
mandate (Report and Order 94-102) that requires E9-1-1 
cellular telephone calls be located to Within 125 meters (410 
feet) of the origination point at a 67% or better accuracy rate. 
The signal is routed to a computer system 90 via one or 

more data modems 86 and is automatically veri?ed by the 
computer system 90. Upon veri?cation, an acknoWledgment 
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CDPD transmission is sent back to the portable signaling unit 
20 con?rming that tWo-Way communications has been estab 
lished. Should an incoming cellular telephone call be a Wrong 
number, the proper signal Will not be detected, the cellular 
telephone transmitter circuit 110 Will time out and Will auto 
matically hang up. Once the communications link has suc 
ces sfully been established betWeen the portable signaling unit 
20 and the central dispatch station 80, the portable signaling 
unit 20 is automatically instructed by the computer system 90 
to continue sending CDPD transmissions. 

FIG. 7 is a block diagram of the presently preferred 
embodiment of the central dispatch station 80. The central 
dispatch station 80 generally comprises a conventional intel 
ligent telephone system 84 connected to one or more data 
modems 86 then to a computer system 90 Which in turn is 
connected to one or more display consoles 92. The computer 
system 90 contains the communications information, user 
database, emergency services database, map display informa 
tion, unit identi?er and alarm status display information, one 
or more data-to-voice sWitches, remote activation capability, 
plotting algorithms, boundary monitoring alarm features, and 
has the capability to store and retrieve historical data. The 
computer system 90 can be netWorked so that incoming per 
sonal alarm messages may be allocated to the appropriate 
display consoles 92 to accommodate a high frequency of 
incoming calls. The computer system 90 and display consoles 
92 may be any commercially available brand of microproces 
sor Which includes video monitors. 

Incoming cellular calls from portable signaling unit 20 are 
automatically received and logged by the computer system 90 
(via the intelligent telephone system 84 and one or more data 
modems 86). The CDPD transmissions along With the ALT 
information are decoded, validated and routed to display con 
sole(s) 92. As represented by block 93 in FIG. 7, the display 
console(s) 92 continuously run a conventional digital map 
program. Preferably, the map program is capable of (a) dis 
playing detailed geographical area maps complete With street 
names and addresses, (b) real-time plotting of coordinates 
data at the appropriate position on the map, (c) a user con 
trolled Zoom function, and (d) programmable display Win 
doWs, symbols, and legend. A number of suitable map pro 
grams incorporating these features are commercially 
available. 

Computer system 90 processes and validates the received 
data. The portable signaling unit identi?cation number is 
matched With the subscriber name in the database. The alarm 
code information is decoded and recorded. The ALI location 
data is analyZed for reliability and stored. The location of 
portable signaling unit 20 is displayed on one of the display 
consoles 92 in the form of a quickly recogniZable symbol, as 
represented by block 93 in FIG. 7. The symbol can represent 
police, medical or any other key feature that may apply to the 
speci?c needs of the subscriber. The symbol appears super 
imposed on a digitiZed map on a computer monitor screen 92 
at a position Which corresponds to the location of the portable 
signaling unit 20, as represented by block 93. Both the user 
identi?cation data and alarm code are also displayed on the 
display console 92. A data-to-voice sWitch capability in the 
computer system 90 alloWs the central dispatch operator 82 to 
conduct tWo-Way communications With the person in distress 
via the portable signaling unit 20. Various display capabilities 
are utiliZed to assist a dispatch operator 82 in locating the 
person in distress. The emergency services database alloWs a 
dispatch operator 82 to automatically dial the proper authori 
ties and direct them to the exact location of the person to 
provide emergency assistance. The data is updated and trans 
mitted at regular intervals until the connection is terminated 
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14 
by a dispatch operator 82. An important feature of the per 
sonal security and tracking system is that When a loW battery 
condition alarm is indicated from the portable signaling unit 
20, an alarm is activated at the central dispatch station 80. A 
dispatch operator then noti?es the designated person (e.g., 
parent or guardian) to service the battery. 
As described in FIG. 8, situation number 6, the central 

dispatch station can activate any portable signaling unit 20 to 
obtain an instant display of the current location of the indi 
vidual carrying the portable signaling unit 20. This activation 
Would be on an “as needed” basis. For example, if a parent or 
guardian needed to determine the location of a lost person. 

In the case Where an individual is to be monitored for 
compliance Within a preset boundary as described in FIG. 8, 
situation number 7, the portable signaling unit 20 is automati 
cally interrogated by the computer system 90 at predeter 
mined time intervals. Should a CDPD transmission from the 
portable signaling unit yield data that is outside speci?ed 
boundaries, the computer system 90 Will activate an alarm to 
a dispatch operator 82. 

Also in FIG. 8, situation 8 describes the self-check capa 
bility of the personal security and tracking system of FIG. 1. 
The computer system 90 at the central dispatch station 80 can 
be programmed to automatically interrogate each portable 
signaling unit 20 at predetermined time intervals. The com 
puter system 90 activates an alarm to a dispatch operator 82 if 
there is no response or if invalid data is received indicating a 
malfunction. 

Although the description above contains many speci?cs, 
these should not be construed as limiting the scope of the 
invention but as merely providing illustrations of some of the 
presently preferred embodiments of this invention. For 
example, the remote alarm sWitch unit 40 can be in the form 
of a Wristband as described here or in the form of any other 
object, such as a broach, pendant, or keychain. The same 
arrangement of manual and automatically activated alarm 
sWitches could be incorporated in any design con?guration. 
The portable signaling unit 20 can contain a GPS receiving 
circuit as described herein to provide more accurate location 
information in open areas Where the cellular telephone ALI 
information may not be as precise. The portable signaling unit 
20 can be con?gured such that it has all of the features of the 
remote alarm sWitch unit 40 in addition to its oWn features, 
With the exception of the distance-checking feature. The por 
table signaling unit 20 can also be con?gured With a small 
LCD display screen for the hearing impaired to receive mes 
sages from the central dispatch station. Thus the scope of the 
invention should be determined by the appended claims and 
their legal equivalents rather than by the examples given. 
The invention claimed is: 
1. A method for tracking a portable signaling unit compris 

1ng: 
receiving, With a GPS receiver coupled to a portable sig 

naling unit, a GPS signal; 
using the GPS signal to determine a position of the portable 

signaling unit; 
transmitting, from the portable signaling unit and over a 

Wireless communication system to a computer, data 
regarding the position of the portable signaling unit, 
Wherein the data is used to determine a location of the 
portable signaling unit; and 

displaying, on a display, a map having a symbol identifying 
the location of the portable signaling unit, Wherein the 
display is remote from the computer and connected to 
the computer by a netWork. 

2. The method of claim 1, Wherein the displaying act fur 
ther comprises running a digital map program. 
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3. The method of claim 2, wherein the displaying act fur 
ther comprises superimposing the symbol on the map. 

4. The method of claim 1, Wherein the displaying act fur 
ther comprises displaying detailed geographical area maps 
including street names and addresses, and plotting data at 
appropriate positions on said map. 

5. The method of claim 1, Wherein the data regarding the 
position of the portable signaling unit is used by the computer 
to determine a location of the portable signaling unit. 

6. The method of claim 1, Wherein the display comprises a 
display console at a central dispatch station. 

7. The method of claim 1, Wherein the data is transmitted to 
track the position of the portable signaling unit. 

8. The method of claim 1, further comprising receiving a 
voice communication With the portable signaling unit. 

9. The method of claim 1, further comprising transmitting, 
from the portable signaling unit, an identi?er Which identi?es 
the portable signaling unit. 

10. The method of claim 1, Wherein the portable signaling 
unit comprises a cellular telephone device. 

11. The method of claim 1, Wherein the portable signaling 
unit includes an identi?er Which identi?es the portable sig 
naling unit. 

12. The method of claim 1, Wherein the portable signaling 
unit comprises a transmitter and a ?rst receiver. 

13. The method of claim 12, Wherein the portable signaling 
unit comprises a second receiver separate from the ?rst 
receiver. 

14. The method of claim 13, Wherein the ?rst receiver is 
adapted to a receive a cellular telephone signal and the second 
receiver is adapted to receive a signal different from the 
cellular telephone signal. 

15. The method of claim 14, Wherein the second receiver is 
adapted to receive a radio signal. 
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16. The method of claim 12, Wherein the ?rst receiver is 

adapted to receive signals containing voice communications. 
17. The method of claim 1, Wherein the portable signaling 

unit comprises: 
a transmitter; 
a ?rst receiver; 
a ?rst antenna; 
a second receiver; 
a microcontroller; and 
a speaker. 
18. The method of claim 17, Wherein the portable signaling 

unit further comprises: 
a keypad; and 
a microphone. 
19. The method of claim 17, Wherein the portable signaling 

unit further comprises: 
a second antenna; and 
a third antenna. 

20. The method of claim 17, Wherein: 
the ?rst receiver is adapted to receive a cellular telephone 

signal; 
the second receiver is adapted to receive a signal different 

from the cellular telephone signal; 
the ?rst receiver is adapted to receive voice communica 

tions; and 
the transmitter is adapted to transmit voice communica 

tions. 
21. The method of claim 20, further comprising the acts of: 
receiving With the second receiver a ?rst signal containing 

data; and 
transmitting With the transmitter a second signal based on 

the data received With the 
second receiver, the second signal being a cellular tele 
phone signal. 
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PERSONAL SECURITY AND TRACKING 
SYSTEM 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a continuation of and claims priority 
under 35 U.S.C. §120 to US. patent application Ser. No. 
11/404,206, ?led on Apr. 14, 2006, entitled “Personal Secu 
rity and Tracking System”, now US. Pat. No. 8,149,124, 
Which is a continuation of US. patent application Ser. No. 
10/628,094, ?led on Jul. 25, 2003, entitled “Personal Security 
and Tracking System”, now US. Pat. No. 7,038,590, Which is 
a continuation of US. patent application Ser. No. 09/284,598, 
?led on Apr. 16, 1999, entitled “Personal Security and Track 
ing System”, now US. Pat. No. 6,624,754, Which is a 
National Stage application of, and claims priority under 35 
U.S.C. §119(a) to PCT Application No. PCT/US98/00896, 
?led Jan. 20, 1998, Which is a continuation-in part of US. 
patent application Ser. No. 08/881,054, ?led on Jun. 24, 1997, 
now US. Pat. No. 6,239,700, and Which is a continuation-in 
part ofU.S. patent application Ser. No. 08/786,411, ?led Jan. 
21, 1997, now US. Pat. No. 5,742,233. 

FIELD OF INVENTION 

The present invention relates to a signaling system that 
enables an individual in distress to initiate an alarm to alert 

appropriate personnel combined With a locating and tracking 
system that enables the alerted personnel to monitor the loca 
tion of the individual in distress. 

BACKGROUND 

We are constantly reminded of the need for personal secu 
rity in today’s society. All too often in the neWs We hear of 
missing persons and the dramatic searches Which ensue. For 
each heroic story of a “just-in-time” rescue of a person Who is 
abducted, lost, in a threatening situation, or in need of emer 
gency medical care, there are many more personal dramas 
Which unfortunately end in tragedy. It folloWs that immediate 
noti?cation of an emergency situation and a prompt response 
from police, paramedics, ?re department, or another service 
organization are essential for the Well-being of the individual. 

Today’s technology provides us With public services such 
as the 911 telephone number for rapidly summoning emer 
gency help if We are able to access a telephone, dial the 
number, and communicate our location. HoWever, these ser 
vices fall short in the case of a young child, a mentally 
incompetent or medically incapacitated person, someone lost 
in the Woods, or the victim of an abduction or kidnapping. 
These situations necessitate a security system that travels 
With the individual, is not limited in range, is able to de?ne 
and signal an emergency situation Without human interven 
tion, and identi?es the individual’s location. Such a system 
Would provide protection to the individual and peace of mind 
to those responsible for his or her care and Well-being. 
A number of prior art devices have been proposed for use as 

personal alarms and tracking systems, as Well as to automate 
the dispatch of proper authorities to a person in an emergency 
situation. US. Pat. No. 4,694,284 issued to Levelle et al. 
discloses a collar to prevent abduction. The Levelle et al. 
device does not alloW the user to manually activate any one of 
several alarm states or levels. It relies on a Wide range of 
available receivers, such as directional radio receivers, ama 
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2 
teur radio receivers, or television receivers to give an approxi 
mate location of the collar, not the individual, once the collar 
is removed. 
US. Pat. Nos. 4,744,083, 4,839,656, and 4,965,586 issued 

to O’Neill disclose variations of a system that uses position 
ing determining satellites in a geostationary orbit. This sys 
tem is intended to be used to generate terrain maps, to test 
message transfer link signal quality, and for determining the 
elevation of an object by comparing transmitted information 
With a stored terrain map. It is not intended for use as a 
personal security system, nor is it capable of being so used. 
US. Pat. No. 4,799,062 issued to Sanderford et al. dis 

closes a radio position determination and apparatus based on 
measured times-of-arrival of radio signals from a plurality of 
land-based transmitters. This patent is concerned With errors 
due to multipath (signal re?ection) problems causing errors in 
locating the signal source. 
US. Pat. No. 4,818,998 issued to Apsell et al. provides a 

system for tracking stolen motor vehicles, not individuals, 
using radio direction-?nding methods. This system is initi 
ated only after a delay in reporting and veri?cation through a 
national database of registered users of the system. The 
method of using radio direction-?nding techniques also 
delays locating the vehicle. 
US. Pat. No. 4,819,860 issued to Hargrove et al. discloses 

a Wrist-mounted device for sensing vital functions. It is acti 
vated only When preset pulse rate and body temperature limits 
are exceeded. The user relies on an emergency aircraft locator 
beacon in order to be found. There is no provision for a 
manually activated security alarm. 
US. Pat. Nos. 4,885,571, 4,918,432, and 4,952,913 issued 

to Pauley et al. describe methods of monitoring prisoners 
con?ned to a “house arrest.” These methods are intended for 
use Within the restricted limits of a ?eld monitoring device. 
US. Pat. No. 5,021,794 issued to LaWrence discloses a 

personal emergency locator using UHF radio direction-?nd 
ing and distance-measuring equipment to ?nd a person. This 
patent only provides for remote activation by a child’s parent 
of the Wearer’ s locating transmitter; it does not provide for the 
Wearer to initiate the alarm. As in other prior art of this type, 
this device also relies on a time consuming method of radio 
direction-?nding techniques and skills to eventually locate 
the person Wearing the alarm. 
US. Pat. No. 5,027,314 issued to LinWood et al. describes 

a system and method for tracking a number of subjects, each 
Wearing a personal infrared transmitter, detected by a plural 
ity of receivers in a pre-determined area. This system is lim 
ited to identi?cation and tracking Within line-of-sight in con 
?ned areas and does not lend itself for use in Widespread 
geographical areas. 
US. Pat. No. 5,196,825 issued toYoung discloses an appa 

ratus for monitoring the location of a person and determining 
Whether the person is in distress using a transceiver and at 
least one remote receiver. In the monitor mode, the alarm 
activation apparatus must continuously transmit a signal 
Which is used to activate the alarm. This feature has limita 
tions due to the fact that the transmitter is alWays on, short 
ening the life of available battery poWer. Again, as in other 
references previously mentioned, the user must be located by 
radio direction-?nding equipment. 
US. Pat. No. 5,225,809 issuedto Bunn discloses apersonal 

security system that requires constructing a plurality of auto 
matic direction-?nding antennas in an appropriately orga 
niZed and spaced relation Within the geographical area to be 
monitored. Once a rough estimate of Where the transmitting 
signal is located, a more precise location must be determined 
by the use of direction-?nding equipment. 
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Us. Pat. No. 5,225,842 issued to BroWn et al. discloses a 
vehicle or any other animate or inanimate object tracking and 
navigation system employing GPS satellites and a remote 
GPS receiver. Although the BroWn et al. system uses GPS 
technology, it does provide the advantages of an optimal 
personal security system. Speci?cally, this system does not 
contemplate active and/or passive alarm signal generation by 
a personal security device. 

U.S. Pat. No. 5,334,974 issued to Simms et al. discloses a 
fully automatic security system to be used to protect passen 
gers in a motor vehicle. This system also lacks certain ele 
ments of an optimal personal security system, including the 
ability to provide personal security independent of a vehicle 
and the ability of a central station to initiate a status request of 
the mobile unit. 

U.S. Pat. No. 5,357,254 issued to Kah, Jr. discloses a loca 
tion monitoring system that utiliZes a radio transmitter and a 
radio receiver to monitor the movement of a person or object. 
The receiver sounds an alarm at a predetermined time after 
failure to receive a signal. This system requires the use of a 
receiver to determine range and direction to locate the user. As 
in other prior art of this type, Kah, Jr. ’254 also relies on using 
a method of radio direction- and range-?nding Which takes 
time and skill to eventually locate the person Wearing the 
alarm. 

U.S. Pat. No. 5,396,227 issued to Carroll et al. discloses a 
system that monitors an individual for compliance With a 
protective order. The system is activated When the violator’s 
transmitter is detected by the victim’s receiving apparatus. 

U.S. Pat. No. 5,461,390 issued to Hoshen addresses the 
problem for monitoring a number of prisoners Within a speci 
?ed boundary and is useful for “house arrest” and stalker 
detection. This patent relates to monitoring a subject’s loca 
tion and comparing the location listed on a database as to 
Where the subject should be. 

U.S. Pat. No. 5,515,419 issuedto Sheffer describes a track 
ing system and method for tracking a movable object carrying 
a cellular phone unit. The phone unit includes a processor for 
generating the emergency signal. The location of the user is 
determined by the cellular phone system’s identifying or 
control channel signals received by the phone and only gives 
a general location of the user. 

U.S. Pat. No. 5,559,520 issued to BarZegar discloses an 
information system for automatically providing mobile 
vehicles dispatch information related to their geographical 
location. This system is described to provide routing infor 
mation to vehicles, rather than to provide a personal security 
and tracking system for individuals. 

Despite the above-described tracking and security devices 
and systems, it is important to note that the prior art generally 
is limited to transmitting an alarm, the source of Which is 
located by a complex array of antennas or by a direction 
?nding receiver, either of Which Would require undue time to 
locate a person in distress. 

Systems utiliZing GPS technology for tracking vehicles 
have not fully addressed the requirements of a portable, per 
sonal security system. Nor do extant systems, developed for 
tracking a person, that are limited to applications such as 
monitoring prisoners Within range of a ?eld monitoring 
device. 

Current available technology does not address the case of 
an individual Who is helpless in an emergency situation Where 
information is required so that the appropriate authorities can 
respond quickly and e?iciently to a distress signal generated 
by the individual. Providing personal security for persons at 
risk demands a fully automated and responsive system for 
summoning assistance. 
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4 
In order to meet the demands created by a situation Where 

an individual With limited time, opportunity, or ability to 
generate a distress signal encounters danger, becomes lost, or 
experiences another condition that requires assistance, the 
ideal personal security and tracking system Will comprise an 
alarm trigger and separate signaling unit, such that the sig 
naling unit Will generate an alarm signal in response to acti 
vation of the alarm trigger to enable a locating system to 
identify the location of the signaling unit, Which should 
remain With the individual. The alarm could be generated by 
the individual directly, as by manual activation of the alarm 
trigger or manual activation of the signaling unit itself, or 
indirectly, as Where the alarm trigger is removed from the 
individual or Where the portable signaling unit becomes sepa 
rated from the alarm trigger by a predetermined distance, 
thereby automatically generating an alarm signal. The ideal 
system should further alloW for the generation of varying 
levels of alarm signals. 

Further, the ideal system Would use a locating system that 
does not constrain an individual to a given geographical area 
and that contains multiple redundancies to provide for faster, 
more accurate, and more reliable signal source location infor 
mation than do knoWn systems and devices. 

SUMMARY OF THE PRESENT INVENTION 

Accordingly, it is an object and advantage of the present 
invention to provide a personal security and tracking system 
for individuals Which quickly and accurately provides a cen 
tral dispatch station With data identifying the type of alarm 
and the location of an individual. 

It is another object and advantage of the present invention 
to provide a computer system Which Will interpret, validate, 
and store all data received at the central dispatch station. 

It is yet another object and advantage of the present inven 
tion to provide a system that makes available to a dispatch 
operator all validated data received at the central dispatch 
station together With any stored information about the indi 
vidual assigned to the portable signaling unit. 

It is a further object and advantage of the present invention 
to provide a means for displaying the type of alarm and the 
location of the individual in a convenient format, part of 
Which Will display the individual’s location on a digitiZed 
map, all of Which Will alloW ef?cient dispatching of appro 
priate emergency assistance to the exact location of the per 
son in distress in possession of the signaling unit. 

It is a still further object and advantage of the present 
invention to provide a fully automatic personal security sys 
tem and communication protocol Which is operative under the 
most severe circumstances to automatically summon an 

emergency response in accordance With the speci?c personal 
needs of the person assigned to the portable signaling unit. 

It is yet a further object and advantage of the present 
invention to provide a personal security system as described 
above Which alloWs the individual to manually summon 
assistance in an emergency situation. 

It is another object and advantage of the present invention 
to provide a personal security system as described above 
Which may be operated under pre-de?ned or user speci?ed 
circumstances such as to alert of a health trauma Where the 
individual is able to manually summon assistance. 

It is yet another object and advantage of the present inven 
tion to provide an automatic means for summoning an emer 
gency response Without the necessity of intervention by the 
individual in distress should the remote alarm sWitch be 
removed from the individual by forceful or unauthoriZed 
means. 
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It is a further object and advantage of the present invention 
to provide an automatic means for summoning an emergency 
response Without the necessity of intervention by the indi 
vidual in distress should the portable signaling unit be sepa 
rated from the proximity of the remote alarm sWitch. 

It is a still further object and advantage of the present 
invention to provide a portable, intelligent signaling unit. 

It is yet a further object and advantage of the present 
invention to provide a signaling unit that can be carried or 
securely attached to a person Without hindering personal 
activity. 

Another object and advantage of the present invention is to 
provide a personal security system as described above Which 
alloWs the central dispatch operator to selectively establish 
tWo-Way digital contact With the portable signaling unit. 

Yet another object and advantage of the present invention is 
to provide a personal security system as described above 
Which alloWs the central dispatch operator to selectively 
establish tWo-Way voice contact With the person carrying the 
portable signaling unit. 
A further object and advantage of the present invention is to 

provide a personal security system Which gives the central 
dispatch operator control to initiate a request for the locating 
information. 
A still further object and advantage of the present invention 

is to provide for the central dispatch station to monitor the 
location of a person Within preset boundaries Which, When 
violated, Would activate an alarm at the central dispatch sta 
tion. 

Yet a further object and advantage of the present invention 
is to provide for a reliable remote alarm sWitch unit that does 
not need to be continuously transmitting in order to be opera 
tional. 

It is another object and advantage of the present invention 
to provide for circuits in the signaling unit not required in the 
actual sensing of an alarm to remain off or in the standby 
mode therefore conserving battery poWer. 

It is yet another object and advantage of the present inven 
tion to provide a means to alert a dispatch operator of the need 
for maintenance in the case of a loW battery condition in the 
portable signaling unit. 

It is still another object and advantage of the present inven 
tion to provide for a reliable personal security and tracking 
system that can be periodically interrogated and tested for 
malfunction by the central dispatch station. 

It is a further object and advantage of the present invention 
to provide for a reliable personal security and tracking system 
that can be periodically interrogated by the central dispatch 
station to compile historical data. 

It is still a further object and advantage of the present 
invention to provide a signaling unit that is not limited in 
geographical range. 

It is yet a further object and advantage of the present 
invention to combine the advantages of long-range locating 
and navigation systems, like that used in Wireless location 
technology such as the Automatic Location Identi?cation 
(ALI) of cellular telephone transmissions, Global Positioning 
System (GPS) of satellites, LORAN-C, or GLONASS, With 
the extensive communications capabilities of a Wireless com 
munication system, such as a cellular telephone system, digi 
tal personal communications system (PCS), or communica 
tion satellites, to yield a practical personal security and 
tracking system With the above-described emergency assis 
tance capabilities. 

The present invention is a personal security and tracking 
system that comprises a portable signaling unit and a remote 
alarm sWitch unit, each to be Worn or carried by an individual 
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6 
being monitored. The system further comprises a central dis 
patch station to Which distress signals and position coordi 
nates are transmitted. The system employs the use of Wireless 
location technology such as the Automatic Location Identi? 
cation (ALI) of cellular telephone transmissions, Global-Po 
sitioning System (GPS) of satellites or other types of locating 
systems, such as LORAN-C or GLONASS, that may perform 
the function of providing accurate position coordinates. The 
system further employs a means for data and voice commu 
nications betWeen the portable signaling unit and the central 
dispatch station. 

Accordingly, the personal security and tracking system of 
the present invention provides a reliable personal alarm sys 
tem for individuals and has the additional advantages in that 
it quickly and accurately provides a central dispatch operator 
With information concerning the nature of the alarm and the 
location of the individual. The system further provides a 
computer system that Will interpret, validate, and store all 
data received at the central dispatch station that is entered into 
the computer system, as Well as a system that makes available 
to a dispatch operator all validated data received at the central 
dispatch station together With any stored information corre 
sponding to the individual assigned to the portable signaling 
unit, such as subscriber information, emergency telephone 
numbers, boundary information, etc. that is entered into the 
computer system. 

In addition, the system of the present invention provides a 
means for displaying to a dispatch operator the type of alarm 
and the location of the individual in a convenient format, part 
of Which Will display the individual’s location on a digitiZed 
map, all of Which Will alloW ef?cient dispatching of appro 
priate emergency assistance to the exact location of the indi 
vidual in distress in possession of the signaling unit. 
The system of the present invention is a fully automatic 

personal security system and communication protocol that is 
operative under the mo st severe circumstances to summon an 

emergency response automatically in accordance With the 
speci?c personal needs of the individual. Optionally, the sys 
tem alloWs an individual to manually summon assistance in 
an emergency situation. 
The system may be operated under pre-de?ned standard or 

user-speci?ed circumstances, such as to alert emergency ser 
vices personnel of a health trauma or a situation in Which the 
remote alarm sWitch is forcibly removed from the individual, 
as in a kidnapping. Forceful or unauthoriZed removal of the 
remote alarm sWitch from the individual automatically gen 
erates an urgent alarm signal that summons emergency assis 
tance once the remote alarm sWitch is opened or broken. 
Additionally, removal of the portable signaling unit from the 
individual also automatically generates an urgent alarm sig 
nal When the portable signaling unit has been removed to a 
distance Where it can no longer sense a periodic signal from 
the remote alarm sWitch. 
The system of the present invention comprises a small, 

portable, durable, Water-proof, intelligent signaling unit that 
can be securely attached to an individual Without hindering 
personal activity and that is not limited in geographical range. 
The system provides a reliable alarm sWitch that does not 
need to be continuously transmitting to be operational and 
permits circuits that are not required in the actual sensing of 
an alarm to remain off or in a standby mode, therefore con 
serving battery poWer. The system further provides a means to 
alert a dispatch operator of the need for maintenance in the 
case of a loW battery condition in the portable signaling unit. 
The personal security system of the present invention gives 

the central dispatch operator the ability to initiate a request for 
location coordinate information for the individual being 
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monitored. In addition, the system permits the central dis 
patch station to monitor the location of an individual Within 
prede?ned boundaries such that, When violated, the system 
Would generate an alarm signal to the central dispatch station. 
The system further alloWs a central dispatch operator to selec 
tively establish tWo-Way digital contact With the portable 
signaling unit and, optionally, tWo-Way voice contact With the 
person carrying the portable signaling unit. The system also 
enables a central dispatch station to periodically interrogate 
and test the system for malfunction and to compile historical 
data. 

The personal security and tracking system of the present 
invention combines the advantages of Wireless location tech 
nology, such as the Automatic Location Identi?cation (ALI) 
of cellular telephone transmissions, Global Positioning Sys 
tem (GPS) of satellites, LORAN-C, or GLONASS, With the 
extensive communications capabilities of a Wireless commu 
nication system, such as a cellular telephone system, digital 
personal communications system PCS), or communication 
satellites, to yield a practical personal security and tracking 
system With the above-described emergency assistance capa 
bilities. 

It should be noted that the invention is not limited to the 
security and tracking of a person. The invention is capable of 
protecting the security of animals and inanimate objects. The 
invention can pinpoint and monitor the location of anything 
capable of carrying a portable signaling unit due to the fact 
that it can be interrogated by the central dispatch station. 

The system of the present invention may additionally be 
integrated With existing Emergency Locator Transponder 
(ELT) systems, Which are used to locate doWned aircraft by 
providing the geographic location (i.e., latitude and longi 
tude) of the aircraft. 

The above-described and other objects, features, and 
advantages of the present invention Will become more appar 
ent from the folloWing detailed description of the preferred 
embodiments and certain modi?cations thereof When taken 
together With the accompanying draWings in Which: 

DRAWING FIGURES 

FIG. 1 is a schematic of a personal security and tracking 
system in accordance With an embodiment of the present 
invention; 

FIG. 2 is a perspective draWing of a portable signaling unit 
Which is included in the personal security and tracking system 
of FIG. 1; 

FIGS. 3A and 3B are perspective draWings of a remote 
alarm sWitch unit Which is included in the personal security 
and tracking system of FIG. 1; 

FIG. 4 is a block diagram of the major circuit components 
in the remote alarm sWitch unit of FIGS. 3A and 3B; 

FIG. 5 is a block diagram of the major circuit components 
in the personal security and tracking system of FIG. 1 includ 
ing a detailed block diagram of the portable signaling unit of 
FIG. 2; 

FIG. 6 is a block diagram of the major circuit components 
in an alternate embodiment of the personal security and track 
ing system of FIG. 1 including a detailed block diagram of the 
portable signaling unit of FIG. 2; 

FIG. 7 is a block diagrams shoWing the functional compo 
nents of a central dispatch station employed by the present 
invention; and 

FIGS. 8A and 8B shoW various situations, alarm activation 
methods and the associated information received, displayed 
and stored at the central dispatch station. 
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DETAILED DESCRIPTION OF EMBODIMENTS 

Referring to FIG. 1, the personal security and tracking 
system according to the present invention generally includes 
a portable signaling unit 20 and a remote alarm sWitch unit 40 
shoWn here in a con?guration of a Wri stband. Either or both of 
portable signaling unit 20 and remote alarm sWitch unit 40 
can be Worn or carried by an individual 50 being monitored. 
The personal security and tracking system shoWn in FIG. 1 

employs, as part of cellular telephone system 70, Wireless 
location technology, such as a cellular telephone Automatic 
Location Identi?cation (ALI) system, in order to identify the 
origination location of an alarm signal generated by portable 
signaling unit 20 in response to a triggering of remote alarm 
sWitch unit 40. It should be appreciated by one skilled in the 
art that other types of locating systems, such as a Global 
Positioning System (GPS), LORAN-C, or GLONASS, may 
perform the function of providing accurate position coordi 
nates and may be substituted therefor. Hence, the present 
invention should not be construed as limited to ALI. 
A cellular telephone system 70 provides a means for data 

and voice communications betWeen the portable signaling 
unit 20 and a central dispatch station 80. The cellular tele 
phone system 70 may be any conventional cellular telephone 
system. It should also be appreciated by one skilled in the art 
that other types of communication devices such as satellite 
transceivers or any other tWo-Way Wireless communication 
system may perform the function of the cellular telephone 
system 70 and may easily be substituted therefor. Hence, the 
present invention should not be construed as limited to a 
cellular telephone system. 
The portable security and tracking system also includes a 

central dispatch station 80. The central dispatch station 80 is 
manned by one or more dispatch operators 82 and includes an 
intelligent telephone system 84, one or more data modems 86, 
a computer system 90, and one or more display consoles 92. 
The computer system 90 comprises means to store and access 
communications information, a user database, an emergency 
services database, map display information, and unit identi 
?er and alarm status display information. The computer sys 
tem 90 further comprises one or more data-to-voice sWitches 
and has remote activation capability, plotting algorithms, 
boundary monitoring alarm features, and the capability to 
store and retrieve historical data. In a preferred embodiment, 
display console 92 displays the alarm signal origination loca 
tion, the user identi?cation, and an alarm code, as described in 
FIG. 7. A number of suitable map programs incorporating 
many of these features are commercially available and suit 
able for use With the present invention. 

FIG. 2 shoWs a portable signaling unit 20 that includes a 
main poWer on-off keypad 22. Local alarm push-button 
sWitches 24a, 24b, 240, etc. alloW the use of the portable 
signaling unit 20 by campers, hikers, or skiers, etc., When the 
additional features of the remote alarm sWitch unit 40 may not 
be required. A cellular telephone antenna 26 is embodied in 
the casing of the signaling unit 20. In another variation, a GPS 
receiving antenna 30 could also be embodied in the outer part 
of the casing of signaling unit 20 When a GPS receiver is used 
for determining the location of the signaling unit. A speaker 
microphone element 32 gives the central dispatch operator 82 
the option to conduct tWo-Way voice communications With 
the individual in distress. TWo electrical contacts 34 are 
mounted to the base for use With a drop-in battery charger 36, 
as knoWn in the art of portable communications systems. 
Portable signaling unit 20 can be manufactured in various 
con?gurations for attaching it securely to the individual 50, 
including by use of a belt, belt clip, or carry strap. Another 
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variation of the con?guration could incorporate a sensor to 
detect if the portable signaling unit 20 Was involuntarily 
removed from the individual and Would automatically trigger 
an alarm signal to the central dispatch station. 

FIGS. 3A and 3B shoW one embodiment of the remote 
alarm sWitch unit 40 in the form of a Wristband assembly. 
Remote alarm sWitch unit 40 can be in the form of any other 
object, such as a broach, pendant, or keychain. Regardless of 
its construction, remote alarm sWitch unit 40 comprises a 
series of manual alarm push-buttons 42a, 42b, 420, etc. These 
manual alarm push-buttons can be marked With different 
symbols and/ or color codes for easy reference by the user. For 
example, green, yelloW and red may be used to indicate 
increasing order of alarm priority. 
Remote alarm sWitch unit 40 further comprises a miniature 

radio transmitter having a built-in antenna 46, a lithium bat 
tery 48, an encoder circuit 58, and an automatic sWitch circuit 
44 that is activated if remote alarm sWitch unit 40 is removed 
from individual 50 by forceful or unauthoriZed means. In the 
Wristband con?guration of remote alarm sWitch unit 40 as 
shoWn, a section of insulation material 52, e.g., non-electro 
conductive plastic, is provided so that the clasp portion 54 of 
the Wristband can provide a closed circuit to the automatic 
alarm sWitch circuit 44. These components enable remote 
alarm sWitch unit 40 to automatically generate a signal if the 
circuit is determined to be open (e.g., When the remote alarm 
sWitch unit 40 is unintentionally removed from the indi 
vidual). 

Remote alarm sWitch unit 40 also comprises a timer circuit 
56, Which enables remote alarm sWitch unit 40 to transmit a 
periodic signal so that portable signaling unit 20 can deter 
mine that remote alarm sWitch unit 40 is Within the preset 
location range of portable signaling unit 20 (i.e., a “normal” 
condition: the portable signaling unit 20 is still being Worn or 
carried by the individual). 

Further, remote alarm sWitch unit 40 contains circuitry that 
enables remote alarm sWitch unit 40 to be in a nontransmitting 
mode When in a non-triggered state, except during transmis 
sion of the periodic signals. In this Way, battery poWer is 
conserved, unlike Where remote alarm sWitch unit 40 is con 
tinuously transmitting in the triggered state. 

In practice, the central dispatch station 80 Will interpret an 
alarm signal generated by portable signaling unit 20 When 
portable signaling unit 20 fails to receive a periodic signal 
from remote alarm sWitch unit 40 as indicating that remote 
alarm sWitch unit 40 is not Within the preset location range of 
portable signaling unit 20. Since the central dispatch station 
80 has not received an alarm indication that remote alarm 
sWitch unit 40 has been removed from the individual by 
forceful or unauthoriZed means, it must be that portable sig 
naling unit 20 has been removed from the individual. 

FIG. 4 shoWs a functional block diagram of the circuits in 
the remote alarm sWitch unit 40. The various manual alarm 
sWitches 42a, 42b, and 420 are shoWn. Also shoWn are auto 
matic alarm sWitch circuit 44, encoder circuit 58, timer circuit 
56, miniature radio transmitter having a built-in antenna 46, 
and lithium battery 48. 

FIG. 5 shoWs a system block diagram Which includes por 
table signaling unit 20, drop-in battery charger 36, a cellular 
telephone system 70 With Wireless location technology such 
as a cellular telephone Automatic Location Identi?cation 
(ALI) system, remote alarm sWitch unit 40, and central dis 
patch station 80. Contained Within the portable signaling unit 
20 are 3 local alarm sWitches 24a, 24b, 240, a programmed 
unit serial identi?cation code circuit 104, a microcontroller 
106, a cellular telephone receiver 108 With a pre-assigned 
telephone number, a cellular telephone antenna 26, and a 
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10 
cellular telephone transmitter 110. The cellular telephone 
circuit 110 also comprises a pre-programmed telephone num 
ber for the central dispatch station 80, a redial counter, and 
alternate telephone numbers to provide for failsafe operation. 
Also included in the portable signaling unit are a data modem 
112, a data-to-voice sWitching circuit 114, a remote alarm 
radio receiver With built-in antenna 116, a decoder circuit 
118, a speaker-microphone element 32, a rechargeable bat 
tery 120, a loW battery sensor circuit 122, a missing pulse 
detector 124, and a poWer-up sWitch circuit 126. 

FIG. 6 shoWs an alternative system block diagram Which 
incorporates the use of GPS satellite netWork 60, a GPS 
receiving antenna 30, a GPS receiving circuit 100, and a 
position buffer circuit 102, in association With the circuits 
described above With reference to FIG. 5. 
The general method of operation of the personal security 

tracking system is described as folloWs: 
The portable signaling unit 20 canbe Worn or carried by the 

user, preferably under the Wearer’s clothing so as to not be 
visible to a possible perpetrator. 
As shoWn in FIG. 5, the portable signaling unit 20 is ?rst 

put into service by an authoriZed person, parent, or guardian 
Who enters a security code at the main poWer on/ off key pad 
22. The portable signaling unit 20 is noW in a stand-by mode 
so as to conserve battery poWer. In the stand-by mode only 
those circuits essential to sensing an alarm condition are 
poWered on. These essential circuits include remote alarm 
radio receiver 116, decoder circuit 118, missing pulse detec 
tor 124, cellular telephone receiving circuit 108, data modem 
circuit 112, microcontroller 106 and a loW battery sensing 
circuit 122. The microcontroller 106 continuously polls the 
alarm inputs to detect a change in security conditions. It also 
commands and directs circuit operations. The data-to-voice 
sWitch circuit 114 remains in the data mode and cannot be 
sWitched to the voice mode until it receives the poWer up 
command. The remainder of the circuits remain off until an 
alarm input is detected. 
As shoWn in FIG. 8 the portable signaling unit 20 is acti 

vated to the alarm mode When any one of the folloWing 
conditions prevail: 

(a) When the person in distress has enough control in the 
situation to manually activate the portable signaling unit 20 
(FIG. 2). 

This is done by depressing any one of the manual pushbut 
ton sWitches 24a, 24b, 240, etc. on the portable signaling unit 
20. The selection of the proper manual push-button sWitches 
24a, 24b, 240, etc. is related to various health conditions or a 
threat to the individual’s personal safety, based on a pre 
arranged agreement With the central dispatch station. E.g., 
depressing manual alarm push-button switch 240 can mean 
“I’m okay, just checking in, as pre-arranged”, depressing 
manual alarm push-button sWitch 24b can mean “I am in need 
of medical assistance”, and depressing manual alarm push 
button sWitch 24a can mean “Help, my life is in danger!” 

Referring to FIG. 5, depressing any one of the pushbutton 
sWitches 24a, 24b, 240, etc. on the portable signaling unit 20 
sends a signal to microcontroller 106 and sets alarm input 
number 1a, 1b, 10, etc. corresponding to the manual sWitch 
that Was depressed. 

(b) When the person in distress has enough control in the 
situation to manually activate the remote alarm sWitch unit 40 
(FIGS. 3A and 3B). 

This is done by depressing any one of the manual push 
button sWitches 42a, 42b, or 420, etc. The selection of the 
proper manual alarm push-button sWitch 42a, 42b or 420, etc., 
is related to various, health conditions or a threat to the indi 
vidual’s personal safety, as described in paragraph (a) above. 
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Referring to FIG. 4, depressing any one of the push-button 
switches 42a, 42b, or 420, etc. on the remote alarm switch unit 
40 sends a pulse to the encoder circuit 58. The encoder circuit 
58 then sends a uniquely coded data pulse and a transmit “on” 
command to the miniature radio transmitter 46. In FIG. 5, a 
radio frequency signal, With the unique code denoting Which 
manual sWitch Was depressed, is sent from the remote alarm 
sWitch unit 40 to the portable signaling unit 20. The signal is 
detected by the remote alarm radio receiver 116 and decoded 
by the decoder circuit 118. Decoder 118 sets alarm input 
number 2a, 2b, or 20, etc. in the microcontroller 106 corre 
sponding to the manual sWitch that Was depressed in the 
remote alarm sWitch unit 40. Coding and decoding the remote 
alarm sWitch unit 40 signal Will prevent false triggering of the 
portable signaling unit 20 from other stray and random radio 
frequency sources. 

(c) When the remote alarm sWitch unit 40 is removed from 
the individual 50 by forceful or unauthoriZed means before 
the individual is able to summon help. 

In FIG. 4, the automatic alarm sWitch circuit 44 is activated 
When, in this example, the Wristband clasp assembly 54 is 
opened, or if the Wristband is cut or broken. In either case, the 
automatic alarm sWitch circuit 44 senses that electrical con 
tinuity around the Wri stband is broken creating an open elec 
trical circuit. The automatic alarm sWitch circuit 44 then 
sends a pulse to the encoder circuit 58. The encoder circuit 58 
sends a uniquely coded pulse and a transmit “on” command to 
the miniature radio transmitter 46. In FIG. 5, a radio fre 
quency signal, With the unique code denoting the automatic 
alarm sWitch circuit 44 activation, is sent to the portable 
signaling unit 20. The signal is detected by remote alarm radio 
receiver 116 and decoded by decoder circuit 118. Decoder 
118 sets alarm input number 3 in the microcontroller 106. 

(d) When the portable signaling unit 20 is removed from 
the individual 50 by forceful or unauthoriZed means before 
the individual can summon help. 
A feature of the portable security and tracking system 

provides for detecting the separation of the portable signaling 
unit 20 from the remote alarm sWitch unit 40. A scenario 
might be Where the portable signaling unit 20 is removed 
from the individual 50 by a perpetrator and discarded and the 
remote alarm sWitch (in the form of a Wristband for example) 
is untouched. Its operation is described as folloWs: 

The portable signaling unit 20 must receive a radio fre 
quency signal from the remote alarm sWitch unit 40 at a 
predetermined time interval. A failure to receive this signal 
Will activate the portable signaling unit 20 to transmit an 
alarm. This failure to receive the signal may be When the 
distance betWeen the portable signaling unit 20 and the 
remote alarm sWitch unit 40 becomes too great to detect the 
signal or it may be caused by a battery or transmitter failure in 
the remote alarm sWitch unit 40. 

In FIG. 4, the timer circuit 56 in remote alarm sWitch unit 
40 sends a pulse to the encoder circuit 58 at a predetermined 
time interval, e.g., once every minute. The encoder circuit 58 
sends a uniquely coded pulse and a short transmit “on” com 
mand to the miniature radio transmitter 46. 

In FIG. 5, a radio frequency signal, With a unique code 
denoting a timer circuit activation, is sent to the portable 
signaling unit 20. The signal is detected by remote alarm radio 
receiver circuit 116 in the portable signaling unit 20. The 
unique code is decoded by the decoder circuit 118 and sent to 
missing pulse detector circuit 124. If missing pulse detector 
124 fails to be reset Within a predetermined time interval by 
the periodic signal, e. g., 1.5 minutes, then alarm input number 
4 is set in microcontroller 106. The separation distance at 
Which the portable signaling unit 20 is activated is set by 
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12 
adjusting the poWer output of the miniature radio transmitter 
46 in the remote alarm sWitch unit 40. 

(e) When a loW battery condition is sensed by the loW 
battery sensor circuit 122. 

In FIG. 5, the loW battery sensor circuit 122 is preset to 
alloW a sul?cient amount of remaining battery voltage to 
ensure reliable activation of the portable signaling unit 20. 
When the voltage drops beloW a preset voltage threshold, 
alarm input ?ag number 5 is set in the microcontroller 106. 

(f) When the portable signaling unit 20 needs to be located 
and/or monitored. 

Referring to FIG. 7, the central dispatch station operator 82 
locates the subscriber information including the telephone 
number of portable signaling unit 20 in the computer system 
90 database. The remote activation capability in the computer 
system 90 is then used to automatically dial the portable 
signaling unit 20 and transmit a cellular digital packet data 
(CDPD) transmission via the cellular telephone system 70 to 
the individual’s portable signaling unit 20. In FIG. 5, upon 
receiving the telephone CDPD transmission, cellular tele 
phone receiver circuit 1 08 sends the received data through the 
data modem circuit 112 Which sets alarm input number 6 in 
the microcontroller 106. 
Upon sensing any one of the above described alarm input 

conditions, the microcontroller 106, then turns on the remain 
der of the circuits Within the portable signaling unit 20 by 
activating poWer-up sWitch circuit 126. 
As shoWn in FIG. 5, the programmed unit identi?cation 

code circuit 104, the cellular telephone transmitter circuit 110 
and the data-to-voice sWitching circuit 114 are turned on. 

FIG. 6 shoWs a variation of signaling unit 20 Which incor 
porates a GPS receiver to determine the user’ s location. In this 
variation, the GPS receiver 100 and the position buffer circuit 
102 are also turned on upon sensing any one of the above 
described alarm input conditions. 

In the case of alarm conditions described in (a) through (d), 
above, the microcontroller 106 commands the cellular tele 
phone transmitter circuit 110 to automatically dial the central 
dispatch station 80. The central dispatch station 80 receives 
the incoming signal and returns a CDPD transmission 
requesting the portable signaling unit 20 to send its data. The 
portable signaling unit 20 replies With a CDPD transmission 
consisting of its unit identi?cation number and the alarm 
code. In the case Where a GPS receiver is used to determine 
location, a hierarchy of longitude and latitude coordinate data 
is also included in the CDPD transmission to the central 
dispatch station 80. 

In the case of (e) above, When the cellular telephone trans 
mitter circuit 110 is activated, the microcontroller 106 then 
sends a CDPD transmission consisting of its unit identi?ca 
tion number and the alarm code. In the case Where a GPS 
receiver is used to determine location, a hierarchy of longi 
tude and latitude coordinate data is also included in the CDPD 
transmission to the central dispatch station 80. 

In FIG. 7, the central dispatch station 80 receives the 
incoming CDPD transmission from the portable signaling 
unit 20 to the intelligent telephone system 84 via the cellular 
telephone system 70. The cellular telephone system 70 pro 
vides Automatic Location Identi?cation (ALI) information 
that gives the location of the origin of the cellular telephone 
transmissions. This technology has been developed by com 
panies such as XYPOINT and The Associated Group 
(TruePositionTM), in response to a Federal Communications 
mandate (Report and Order 94-102) that requires E9-l -l 
cellular telephone calls be located to Within 125 meters (410 
feet) of the origination point at a 67% or better accuracy rate. 
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The signal is routed to a computer system 90 via one or 
more data modems 86 and is automatically veri?ed by the 
computer system 90. Upon veri?cation, an acknowledgment 
CDPD transmission is sent back to the portable signaling unit 
20 con?rming that tWo-Way communications has been estab 
lished. Should an incoming cellular telephone call be a Wrong 
number, the proper signal Will not be detected, the cellular 
telephone transmitter circuit 110 Will time out and Will auto 
matically hang up. Once the communications link has suc 
ces sfully been established betWeen the portable signaling unit 
20 and the central dispatch station 80, the portable signaling 
unit 20 is automatically instructed by the computer system 90 
to continue sending CDPD transmissions. 

FIG. 7 is a block diagram of the presently preferred 
embodiment of the central dispatch station 80. The central 
dispatch station 80 generally comprises a conventional intel 
ligent telephone system 84 connected to one or more data 
modems 86 then to a computer system 90 Which in turn is 
connected to one or more display consoles 92. The computer 
system 90 contains the communications information, user 
database, emergency services database, map display informa 
tion, unit identi?er and alarm status display information, one 
or more data-to-voice sWitches, remote activation capability, 
plotting algorithms, boundary monitoring alarm features, and 
has the capability to store and retrieve historical data. The 
computer system 90 can be netWorked so that incoming per 
sonal alarm messages may be allocated to the appropriate 
display consoles 92 to accommodate a high frequency of 
incoming calls. The computer system 90 and display consoles 
92 may be any commercially available brand of microproces 
sor Which includes video monitors. 

Incoming cellular calls from portable signaling unit 20 are 
automatically received and logged by the computer system 90 
(via the intelligent telephone system 84 and one or more data 
modems 86). The CDPD transmissions along With the ALI 
information are decoded, validated and routed to display con 
sole(s) 92. The display console(s) 92 continuously run a con 
ventional digital map program. Preferably, the map program 
is capable of (a) displaying detailed geographical area maps 
complete With street names and addresses, (b) real-time plot 
ting of coordinates data at the appropriate position on the 
map, (c) a user controlled Zoom function, and (d) program 
mable display WindoWs, symbols, and legend. A number of 
suitable map programs incorporating these features are com 
mercially available. 

Computer system 90 processes and validates the received 
data. The portable signaling unit identi?cation number is 
matched With the subscriber name in the database. The alarm 
code information is decoded and recorded. The ALI location 
data is analyzed for reliability and stored. The location of 
portable signaling unit 20 is displayed on one of the display 
consoles 92 in the form of a quickly recogniZable symbol. The 
symbol can represent police, medical or any other key feature 
that may apply to the speci?c needs of the subscriber. The 
symbol appears superimposed on a digitiZed map on a com 
puter monitor screen 92 at a position Which corresponds to the 
location of the portable signaling unit 20. Both the user iden 
ti?cation data and alarm code are also displayed on the dis 
play console 92. A data-to-voice sWitch capability in the 
computer system 90 alloWs the central dispatch operator 82 to 
conduct tWo-Way communications With the person in distress 
via the portable signaling unit 20. Various display capabilities 
are utiliZed to assist a dispatch operator 82 in locating the 
person in distress. The emergency services database alloWs a 
dispatch operator 82 to automatically dial the proper authori 
ties and direct them to the exact location of the person to 
provide emergency assistance. The data is updated and trans 
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14 
mitted at regular intervals until the connection is terminated 
by a dispatch operator 82. An important feature of the per 
sonal security and tracking system is that When a loW battery 
condition alarm is indicated from the portable signaling unit 
20, an alarm is activated at the central dispatch station 80. A 
dispatch operator then noti?es the designated person (e.g., 
parent or guardian) to service the battery. 
As described in FIG. 8, situation number 6, the central 

dispatch station can activate any portable signaling unit 20 to 
obtain an instant display of the current location of the indi 
vidual carrying the portable signaling unit 20. This activation 
Would be on an “as needed” basis. For example, if a parent or 
guardian needed to determine the location of a lost person. 

In the case Where an individual is to be monitored for 
compliance Within a preset boundary as described in FIG. 8, 
situation number 7, the portable signaling unit 20 is automati 
cally interrogated by the computer system 90 at predeter 
mined time intervals. Should a CDPD transmission from the 
portable signaling unit yield data that is outside speci?ed 
boundaries, the computer system 90 Will activate an alarm to 
a dispatch operator 82. 

Also in FIG. 8, situation 8 describes the self-check capa 
bility of the personal security and tracking system of FIG. 1. 
The computer system 90 at the central dispatch station 80 can 
be programmed to automatically interrogate each portable 
signaling unit 20 at predetermined time intervals. The com 
puter system 90 activates an alarm to a dispatch operator 82 if 
there is no response or if invalid data is received indicating a 
malfunction. 

Although the description above contains many speci?cs, 
these should not be construed as limiting the scope of the 
invention but as merely providing illustrations of some of the 
presently preferred embodiments of this invention. For 
example, the remote alarm sWitch unit 40 can be in the form 
of a Wristband as described here or in the form of any other 
object, such as a broach, pendant, or keychain. The same 
arrangement of manual and automatically activated alarm 
sWitches could be incorporated in any design con?guration. 
The portable signaling unit 20 can contain a GPS receiving 
circuit as described herein to provide more accurate location 
information in open areas Where the cellular telephone ALI 
information may not be as precise. The portable signaling unit 
20 can be con?gured such that it has all of the features of the 
remote alarm sWitch unit 40 in addition to its oWn features, 
With the exception of the distance-checking feature. The por 
table signaling unit 20 can also be con?gured With a small 
LCD display screen 128 for the hearing impaired to receive 
messages from the central dispatch station. Thus the scope of 
the invention should be determined by the appended claims 
and their legal equivalents rather than by the examples given. 

The invention claimed is: 
1. A portable signaling unit comprising: 
a speaker; 
a microphone; 
a display; 
a microcontroller; 
a user interface; 
a transmitter adapted to transmit a ?rst signal via a cellular 

netWork; 
a ?rst receiver adapted to receive a second signal via the 

cellular netWork; and 
a second receiver adapted to receive a third signal other 

than the ?rst signal and second signal, 
Wherein the third signal is other than a cellular netWork 

transmission; and 
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the transmitter is adapted to receive signals representing 
data and a voice of a user, and the transmitter is adapted 
to transmit signals representing the data and the user’s 
voice; 

wherein the portable signaling unit is adapted to receive a 
security code via the user interface; and 

wherein the display is adapted to display a message 
received by the portable signaling unit via the ?rst 
receiver. 

2. The portable signaling unit of claim 1 wherein the third 
signal is a radio signal. 

3. The portable signaling unit of claim 1 wherein the third 
signal includes encoded data from a transmitting device. 

4. The portable signaling unit of claim 3 further comprising 
a decoder adapted to decode the encoded data from the third 
signal. 

5. The portable signaling unit of claim 4 wherein the trans 
mitter transmits a signal in response to the encoded data. 

6. The portable signaling unit of claim 3 wherein the trans 
mitter transmits a signal in response to the encoded data. 

7. The portable signaling unit of claim 6 wherein the 
encoded data represents the actuation of a further user inter 
face on the transmitting device. 

8. The portable signaling unit of claim 3 further compris 
mg: 

a decoder adapted to decode the encoded data from the 
third signal, wherein the transmitter is adapted to trans 
mit a signal via the cellular network in response to 
decoding of the encoded data from the third signal; and 

a circuit adapted to store a unit identi?er; 
wherein the transmitter is adapted to establish a connection 

with the cellular network to transmit location data rep 
resenting the location of the portable signaling unit and 
the identi?er; 

wherein the portable signaling unit has a standby mode to 
conserve power; 

wherein the portable signaling unit is adapted to leave the 
standby mode in response to a signal received by the ?rst 
receiver, and adapted to leave the standby mode in 
response to a signal received by the second receiver; and 

wherein the portable signaling unit is adapted to receive a 
GPS signal, wherein the GPS signal is other than the 
third signal. 

9. The portable signaling unit of claim 1 wherein the third 
signal includes data and the transmitter transmits a signal in 
response to the data. 

10. The portable signaling unit of claim 1 wherein the 
portable signaling unit further comprises circuitry that deter 
mines if the third signal is being received by the second 
receiver. 

11. The portable signaling unit of claim 1 further compris 
ing circuitry adapted to determine if a transmitting device 
transmitting the third signal is within a predetermined range 
of the portable signaling unit. 

12. The portable signaling unit of claim 1 wherein the 
second receiver is adapted to receive a periodic signal from a 
transmitting device transmitting the third signal. 

13. The portable signaling unit of claim 1 further compris 
ing circuitry adapted to store a telephone number. 

14. The portable signaling unit of claim 13 further com 
prising circuitry that dials the telephone number in response 
to an event. 

15. The portable signaling unit of claim 1 further compris 
ing circuitry adapted to dial a telephone number using the 
transmitter in response to data received from the third signal. 

16. The portable signaling unit of claim 1 further compris 
ing: 
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a second user interface comprising at least one button; 
a charging interface adapted to interface with a charging 

device; 
a housing comprising a ?rst surface and a second surface 

different from the ?rst surface; 
wherein the second user interface is separate from the ?rst 

user interface, and wherein the ?rst user interface and 
the second user interface are positioned on the ?rst sur 

face, and the charging interface is positioned on the 
second surface. 

17. The portable signaling unit of claim 1 wherein the 
portable signaling unit has a standby mode to conserve power. 

18. The portable signaling unit of claim 17 wherein the 
portable signaling unit leaves the standby mode in response to 
a signal received by the ?rst receiver. 

19. The portable signaling unit of claim 18 wherein the 
portable signaling unit leaves the standby mode in response to 
a signal received by the second receiver. 

20. The portable signaling unit of claim 1 further compris 
ing a display wherein the display is adapted to display a visual 
message received by the portable signaling unit via the ?rst 
receiver. 

21. The portable signaling unit of claim 1 wherein the third 
signal is from a device in proximity to the portable signaling 
unit. 

22. The portable signaling unit of claim 1 wherein the 
transmitter and the ?rst receiver are adapted to establish two 
way voice communications via the cellular network using the 
?rst signal and the second signal. 

23. A cellular device for communicating voice and data 
over a cellular network, the cellular device comprising: 

a user interface; 
a circuit adapted to store a unit identi?er; 
a transmitter and a ?rst receiver adapted to transmit cellular 

signals via the cellular network and adapted to establish 
two-way voice communications by a user via the cellular 
network; and 

a second receiver adapted to receive a nearby signal from a 
device in proximity to the cellular device, the nearby 
signal including ?rst data; 

wherein the nearby signal is other than the cellular signals; 
wherein the transmitter is adapted to transmit second data 

in response to the receipt of the ?rst data; 
wherein the cellular device has a standby mode to conserve 

power; 
wherein the cellular device is adapted to leave the standby 
mode in response to a signal received by the ?rst 
receiver, and the cellular device is adapted to leave the 
standby mode in response to a signal received by the 
second receiver; 

wherein the transmitter is adapted to establish a connection 
with the cellular network to transmit location data rep 
resenting the location of the cellular device, the identi 
?er, and the second data; and 

wherein the cellular device is adapted to receive a security 
code via the user interface. 

24. The cellular device of claim 23 further comprising a 
display wherein the display is adapted to display a visual 
message received by the cellular device via the ?rst receiver. 

25. The cellular device of claim 23 further comprising a 
battery and a sensor for determining if the battery is low. 

26. The cellular device of claim 23 wherein the second 
receiver is adapted to receive a periodic signal from the trans 
mitting device transmitting the third signal. 

27. A cellular device for communicating voice and data 
over a cellular network, the cellular device comprising: 
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a transmitter and a ?rst receiver adapted to transmit cellular 
signals via the cellular network; and 

a second receiver adapted to receive a nearby signal from a 
device in proximity to the cellular device and the signal 
including ?rst data, Wherein the nearby signal is other 
than the cellular signals; and 

a user interface adapted to receive a security code; 
Wherein the transmitter is adapted to transmit second data 

in response to the receipt of the ?rst data. 
28. The cellular device of claim 27 Wherein the transmitter 

and the ?rst receiver are adapted to establish tWo-Way voice 
communications via the cellular netWork. 

29. The cellular device of claim 27 further comprising a 
display Wherein the display is adapted to display a visual 
message received by the cellular device via the ?rst receiver. 

30. A cellular device comprising: 
a housing comprising a ?rst surface and a second surface 

different from the ?rst surface; 
a battery and a sensor adapted to determine if the battery is 

loW; 
a speaker; 
a microphone; 
a ?rst user interface; 
a second user interface separate from the ?rst user interface 

Wherein the ?rst user interface and the second user inter 
face are positioned on the ?rst surface; 

a circuit adapted to store a unit identi?er; 
a transmitter and a ?rst receiver adapted to transmit cellular 

signals via the cellular netWork and adapted to establish 
tWo-Way voice communications via the cellular net 
Work; 
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a second receiver adapted to receive a nearby signal from a 

device in proximity to the cellular device, the nearby 
signal including ?rst data; and 

a display adapted to display a message received by the 
cellular device via the ?rst receiver; 

Wherein the nearby signal is other than the cellular signals; 
Wherein the transmitter is adapted to transmit second data 

after the receipt of the ?rst data; 
Wherein the cellular device has a standby mode to conserve 

poWer; 

Wherein the transmitter is adapted to transmit location data 
representing the location of the cellular device, the unit 
identi?er, and the second data; and 

Wherein the cellular device is adapted to receive a security 
code via the ?rst user interface. 

31. The cellular device of claim 30, further comprising a 
charging interface adapted to interface With a charging 
device, Wherein the charging interface is positioned on the 
second surface. 

32. The cellular device of claim 30 Wherein the microphone 
is positioned on the second surface. 

33. The cellular device of claim 30 Wherein the cellular 
device is adapted to leave the standby mode in response to a 
signal received by the ?rst receiver, and the cellular device is 
adapted to leave the standby mode in response to a signal 
received by the second receiver. 

* * * * * 
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