
IN THE UNITED STATES DISTRICT COURT 
FOR THE EASTERN DISTRICT OF TEXAS 

MARSHALL DIVISION 
 

LONG CORNER CONSUMER 
ELECTRONICS LLC, 
                                            
                                             Plaintiff, 
   v. 
 
ZTE (USA) INC., 
 
                                              Defendant. 

 
 

Case No. 2:14-cv-364 
 
PATENT CASE 
 
JURY TRIAL DEMANDED 

 
COMPLAINT 

 Plaintiff Long Corner Consumer Electronics LLC files this Complaint against ZTE 

(USA) Inc., for infringement of United States Patent No. 7,808,483 (the “‘483 Patent”). 

PARTIES AND JURISDICTION 

1. This is an action for patent infringement under Title 35 of the United States Code.  

Plaintiff is seeking injunctive relief as well as damages. 

2. Jurisdiction is proper in this Court pursuant to 28 U.S.C. §§ 1331 (Federal 

Question) and 1338(a) (Patents) because this is a civil action for patent infringement arising 

under the United States patent statutes. 

3. Plaintiff Long Corner Consumer Electronics LLC (“Plaintiff” or “Long Corner”) 

is a Texas limited liability company with its principal office located in the Eastern District of 

Texas, at 1002 Raintree Circle, Suite 100, Office #178, Allen, Texas 75013. 

4. Upon information and belief, Defendant ZTE (USA) Inc. (“Defendant”) is a New 

Jersey corporation with a principal office located at 33 Wood Avenue South, 7th Floor, Iselin, NJ 

08830. This Court has personal jurisdiction over Defendant because Defendant has committed, 

and continues to commit, acts of infringement in the state of Texas, has conducted business in 
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the state of Texas, and/or has engaged in continuous and systematic activities in the state of 

Texas. 

5. On information and belief, Defendant’s products that are alleged herein to 

infringe were and/or continue to be made, used, imported, offered for sale, and/or sold in the 

Eastern District of Texas. 

VENUE 

6. Venue is proper in the Eastern District of Texas pursuant to 28 U.S.C. §§ 1391(c) 

and 1400(b) because Defendant is deemed to reside in this district.  In addition, and in the 

alternative, Defendant has committed acts of infringement in this district. 

COUNT I 
(INFRINGEMENT OF UNITED STATES PATENT NO. 7,808,483) 

 
7. Plaintiff incorporates paragraphs 1 through 6 herein by reference. 

8. This cause of action arises under the patent laws of the United States, and in 

particular, 35 U.S.C. §§ 271, et seq. 

9. Plaintiff is the owner by assignment of the ‘483 Patent with sole rights to enforce 

the ‘483 Patent and sue infringers. 

10. A copy of the ‘483 Patent, titled “System, Device, and Method for Extending a 

Stroke of a Computer Pointing Device,” is attached hereto as Exhibit A. 

11. The ‘483 Patent is valid and enforceable, and it was duly issued in full 

compliance with Title 35 of the United States Code. 

(Direct Infringement) 

12. Upon information and belief, Defendant has infringed and continues to directly 

infringe one or more claims of the ‘483 Patent, including at least claim 1, by making, using, 

importing, selling and/or offering for sale computer systems and computer input devices (which 
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may include, by way of example and without limitation, tablets and/or smartphones) covered by 

one or more claims of the ‘483 Patent, including without limitation the Anthem 4G Smartphone 

(the “Accused Instrumentalities”).  Generally for descriptive purposes, and without limitation in 

any way, characteristics of the Accused Instrumentalities include a sensor (for example, an 

accelerometer and/or a gyroscope), an input element (for example, a touch screen), and auto-

rotation capability with the ability to inhibit such auto-rotation. 

13. Defendant’s actions complained of herein are causing irreparable harm and 

monetary damage to Plaintiff and will continue to do so unless and until Defendant is enjoined 

and restrained by this Court. 

14. Plaintiff is in compliance with 35 U.S.C. § 287. 

DEMAND FOR JURY TRIAL  

 Plaintiff, under Rule 38 of the Federal Rules of Civil Procedure, requests a trial by jury of 

all issues so triable by right. 

PRAYER FOR RELIEF 

 WHEREFORE, Plaintiff respectfully requests the Court to: 

a) Enter judgment for Plaintiff on this Complaint on all causes of action asserted 

herein; 

b) Enjoin Defendant, its agents, officers, servants, employees, attorneys and all 

persons in active concert or participation with Defendant who receive notice of the 

order from further infringement of United States Patent No. 7,808,483; 

c) Award Plaintiff damages resulting from Defendant’s infringement in accordance 

with 35 U.S.C. § 284;  

d) Award Plaintiff pre-judgment and post-judgment interest and costs; and 
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e) Award Plaintiff such further relief to which the Court finds Plaintiff entitled under 

law or equity. 

Dated: April 15, 2014    Respectfully submitted,  

 
 /s/ Craig Tadlock     
Craig Tadlock 
State Bar No. 00791766 
John J. Harvey, Jr.  
State Bar No. 09179770 
Keith Smiley 
State Bar No. 24067869 
TADLOCK LAW FIRM PLLC 
2701 Dallas Parkway, Suite 360 
Plano, Texas 75093 
903-730-6789 
craig@tadlocklawfirm.com 
john@tadlocklawfirm.com  
keith@tadlocklawfirm.com 
 
Attorneys for Plaintiff Long Corner 
Consumer Electronics LLC  
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EXHIBIT A 
 

United States Patent  
7,808,483 
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(12) Ulllted States Patent (10) Patent N0.: US 7,808,483 B2 
Grunber er 45 Date of Patent: Oct. 5 2010 a 

(54) SYSTEM, DEVICE, AND METHOD FOR 6,281,882 B1 * 8/2001 Gordon et a1. ............ .. 345/166 
EXTENDING A STROKE OF A COMPUTER 7,035,085 B2 * 4/2006 Lee ................ .. 361/624 
POINTING DEVICE 2002/0135563 A1 * 9/2002 Canakapalli 345/163 

2002/0171625 A1* 11/2002 Rothchild .. 345/156 

76 . 2003/0112221 A1* 6/2003 Kuan ....... .. 345/157 

( ) Inventor‘ gamlg Gnglé’?jgse; E‘ 26th St" 2004/0080488 A1* 4/2004 Lim et a1 345/156 
r00 yn’ 2007/0268250 A1* 11/2007 Min ......................... .. 345/158 

( * ) Notice: Subject to any disclaimer, the term of this * Cited by examiner 

gage? llssixlgeltdeg3osrdadjusted under 35 Primary ExamineriBipin ShalWala 
' ' ' ( ) y ays' Assistant ExamineriDaniel Bedell 

(21) Appl. N0.: 11/671,573 (57) ABSTRACT 

(22) Filed: Feb. 6, 2007 With respect to a system, device, and method for moving a 
graphical object, a computer system may include a display 

(65) Prior Publication Data device, a processor con?gured to control movement of a 

Us 2008/0189642 A1 Au 7 2008 graphical object inthe display device, andan input device that 
g' ’ includes a sensor for sensing movement of the input device 

(51) Int CL and generating a ?rst signal indicating the sensed movement 
G06F 3/033 (200601) and an input element for generating a second signal When 

(52) U 5 Cl 345/163_ 3 4 5 /1 57 operated. The input device may be con?gured to transmit to 
,' ' ' """ "I """ "_ """""""""" " ’ the rocessor at least the ?rst si al for instructin the ro 

58FldfCl?tSh N p g“ gp ( ) gm 01. is“ ?cla 1,0“ earcl t """" one cessorto move the graphical object inadirection correspond 
ee app lea Ion e or Comp 6 e Seam 15 Dry’ ing to a direction of the movement indicated by the ?rst 

(56) References Cited signal. In response to the generation of the second signal, 

U.S. PATENT DOCUMENTS 
either responsiveness to the ?rst signal by the processor may 
be inhibited or correspondence of movement of the graphical 
object to the movement indicated by the ?rst signal may be 

6,011,541 A * 1/2000 Klein ....................... .. 345/156 

6,069,594 A * 5/2000 Barnes et a1. ................ .. 345/7 reversed 

6,115,029 A * 9/2000 Jaaskelainen et a1. ..... .. 345/159 

6,232,891 B1 * 5/2001 Rosenberg ................. .. 341/20 20 Claims, 7 Drawing Sheets 
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SYSTEM, DEVICE, AND METHOD FOR 
EXTENDING A STROKE OF A COMPUTER 

POINTING DEVICE 

FIELD OF THE INVENTION 

The present invention relates to a system, device, and 
method for extending a practical stroke of operation of a 
pointing device, e.g., a computer mouse, by Which to manipu 
late an object, e.g., on a graphical user interface (GUI). 

BACKGROUND INFORMATION 

Operation of a pointing device to correspondingly cause a 
graphical pointer, cursor, or other object presented on a dis 
play, e.g., a computer display, may require shifting the 
device’s position. For example, to shift the graphical object 
up in the display, a user may move the device toWards the 
device’s front end; to shift the graphical object doWn in the 
display, the user may move the device toWards the device’s 
back end; to shift the graphical object to the right in the 
display, the user may move the device toWards the device’s 
right end; and to shift the graphical object to the left in the 
display, the user may move the device toWards the device’s 
left end. Similarly, to shift the object diagonally or in any 
other direction, the user may move the device in a correspond 
ing direction. 

SUMMARY 

It often occurs that the user desires to shift the graphical 
object in the display by an amount that requires correspond 
ing movement of the device by an amount that is greater than 
that With Which the user is comfortable. For example, the 
amount of required movement may be so great as to require 
extending the device past an outer edge of a pad on Which the 
device lies, e.g., a mouse pad, or so great as to require more 
than full extension of the user’ s arm, e.g., requiring the user to 
shift the user’s upper body. Some users may Wish to rotate 
their Wrists or merely shift their ?ngers, Without more 
extended movement, for causing movement of the graphical 
object. 

To cause such extended movement of the device, the user 
may lift the device from a surface upon Which the device rests 
during device movement detectable by a processor for corre 
spondingly shifting the graphical object; While in the lifted 
position, move the device in a direction opposite from the 
direction that corresponds to the desired object shift; replace 
the device on the surface; and continue to shift the device in 
the direction that corresponds to the desired object shift. 
HoWever, this procedure is extremely bothersome. Further 
more, When replacing the device on the surface, the user may 
inadvertently move the device in an undesired manner. 

Embodiments of the present invention provide a system, 
method, and device that provides for extended movement of a 
device for corresponding extended shift of a graphically dis 
played object Without requiring movement of the device past 
an outer edge of a pad on Which the device lies, Without 
requiring movement of the user’s upper body or movement 
beyond full extension of the user’s arm or Wrist, and Without 
requiring the user to lift the device from the surface upon 
Which it lies. 

According to an example embodiment of the present inven 
tion, a computer input device may include a sensor con?gured 
to sense movement of the device and generate a ?rst signal 
indicating the sensed movement, and an input element con 
?gured to generate a second signal When operated. The com 
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2 
puter input device may be adapted for transmitting to a pro 
cessor at least the ?rst signal for instructing the processor to 
move a graphical object in a direction corresponding to a 
direction of the movement indicated by the ?rst signal. In 
response to the generation of the second signal, (a) respon 
siveness to the ?rst signal by the processor may be inhibited 
or (b) correspondence of movement of the graphical object to 
the movement indicated by the ?rst signal may be reversed. 

In one example embodiment of the computer input device, 
the computer input device may further include a memory 
device con?gured to store a status ?ag, and a communication 
element con?gured to transmit signals generated by the com 
puter input device to the processor. The computer input 
device may be con?gured so that, in response to the genera 
tion of the second signal, the computer input device changes 
a status indicated by the status ?ag betWeen at least a ?rst 
status and a second status. The communication element may 
be con?gured to transmit the ?rst signal to the processor 
conditional upon the status ?ag indicating the ?rst status. 

In one example embodiment of the computer input device, 
the communication element may be con?gured to transmit to 
the processor, conditional upon the status ?ag indicating the 
second status, a third signal in response to the generation of 
the ?rst signal for instructing the processor to move the 
graphical object in a direction corresponding to a reverse 
direction of the movement indicated by the ?rst signal. 

In one example embodiment of the computer input device, 
the computer input device may be con?gured to toggle the 
status indicated by the status ?ag betWeen the ?rst status and 
the second status in response to each generation of the second 
signal. 

In one example embodiment of the computer input device, 
the communication device may be con?gured so that it does 
not transmit any signal to the processor in response to gen 
eration of the ?rst signal conditional upon the status ?ag 
indicating the second status. 

In one example embodiment of the computer input device, 
the computer input device may be con?gured to toggle the 
status indicated by the status ?ag betWeen the ?rst status and 
the second status in response to each generation of the second 
signal. 

In one example embodiment of the computer input device, 
the computer input device may be con?gured so that, in 
response to the generation of the second signal, the computer 
input device changes the status indicated by the status ?ag 
betWeen the ?rst status, the second status, and a third status. 
The communication element may be con?gured to transmit to 
the processor, conditional upon the status ?ag indicating the 
second status, a third signal in response to the generation of 
the ?rst signal for instructing the processor to move the 
graphical object in a direction corresponding to a reverse 
direction of the movement indicated by the ?rst signal. The 
communication element may be con?gured so that it does not 
transmit any signal to the processor in response to generation 
of the ?rst signal conditional upon the status ?ag indicating 
the third status. 

In one example embodiment of the computer input device, 
the computer input device may further include a communi 
cation element con?gured to transmit the ?rst signal to the 
processor in response to the generation of the ?rst signal and 
to transmit the second signal to the processor in response to 
generation of the second signal for instructing the processor 
to change a status indicated by a status ?ag With Which the 
processor is in communication and according to Which the 
processor interprets the ?rst signal. 

In one example embodiment of the computer input device, 
the computer input device may be a computer mouse. 
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According to an example embodiment of the present inven 
tion, a method for causing movement of graphical object in a 
single direction may provide for moving a computer input 
device in a ?rst direction, the computer input device being in 
communication With a processor that controls movement of 
the graphical object on a display in response to signals 
received from the computer input device identifying a type of 
movement of the computer input device; after the moving of 
the computer input device in the ?rst direction, operating an 
input element integrated With the computer input device; and 
after the operation of the input element, moving the computer 
input device in a second direction that is opposite the ?rst 
direction. 

In one example embodiment of the method, the movement 
of the computer input device in the ?rst direction prior to the 
operation of the input element and the movement of the 
computer input device in the second direction after the opera 
tion of the input element may cause the movement of the 
graphical object in the single direction on the display. 

According to an example embodiment of the present inven 
tion, a computer system may provide a display device, a 
processor con?gured to control movement of a graphical 
object in the display device, and an input device. The input 
device may include a sensor con?gured to sense movement of 
the input device and generate a ?rst signal indicating the 
sensed movement, and an input element con?gured to gener 
ate a second signal When operated. The input device may be 
con?gured to transmit to the processor at least the ?rst signal 
for instructing the processor to move the graphical object in a 
direction corresponding to a direction of the movement indi 
cated by the ?rst signal. In response to the generation of the 
second signal, (a) responsiveness to the ?rst signal by the 
processor may be inhibited or (b) correspondence of move 
ment of the graphical object to the movement indicated by the 
?rst signal may be reversed. 

In one example embodiment of the computer system, the 
system may further provide a memory device storing a ?rst 
status ?ag. The processor may be con?gured to receive user 
input indicating to provide functionality to the system for 
causing the responsiveness to the ?rst signal by the processor 
to be inhibited or the correspondence of movement of the 
graphical object to the movement indicated by the ?rst signal 
to be reversed in response to the generation of the second 
signal. The processor may be con?gured to, responsive to the 
user input, set a status indicated by the ?rst status ?ag for 
indicating that the functionality is to be provided. The pro 
cessor may be further con?gured to respond to the generation 
of the second signal in accordance With the ?rst status ?ag. 

In one example embodiment of the computer system, the 
user input may identify Which of the responsiveness to the 
?rst signal by the processor to be inhibited and the correspon 
dence of movement of the graphical object to the movement 
indicated by the ?rst signal to be reversed is to be caused in 
response to the generation of the second signal. 

In one example embodiment of the computer system, the 
memory may include a second status ?ag, and the processor 
may be con?gured to change a status of the second status ?ag 
betWeen a ?rst status and a second status in response to receipt 
of the second signal. 

In one example embodiment of the computer system, the 
processor may be con?gured to toggle the status of the second 
status ?ag betWeen the ?rst status and the second status in 
response to each receipt of the second signal. 

In one example embodiment of the computer system, the 
processor is con?gured to identify the input device and deter 
mine Whether the functionality for causing the responsiveness 
to the ?rst signal by the processor to be inhibited or the 
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correspondence of movement of the graphical object to the 
movement indicated by the ?rst signal to be reversed is appli 
cable to the input device. 

In one example embodiment of the computer system, the 
processor may be con?gured to receive user input indicating 
to provide functionality to the system for causing the respon 
siveness to the ?rst signal by the processor to be inhibited or 
the correspondence of movement of the graphical object to 
the movement indicated by the ?rst signal to be reversed in 
response to the generation of the second signal. The processor 
may be con?gured to, responsive to the user input, transmit a 
third signal to the input device. The input device may include 
a memory device storing a ?rst status ?ag. The input device 
may be con?gured to, in response to the third signal, change 
a status indicated by the ?rst status ?ag from a ?rst status 
corresponding to a disablement of the functionality for caus 
ing the responsiveness to the ?rst signal by the processor to be 
inhibited or the correspondence of movement of the graphical 
object to the movement indicated by the ?rst signal to be 
reversed to a second status corresponding to an enablement of 
the functionality for causing the responsiveness to the ?rst 
signal by the processor to be inhibited or the correspondence 
of movement of the graphical object to the movement indi 
cated by the ?rst signal to be reversed. The input device may 
be further con?gured to, in response to the generation of the 
second signal and conditional upon the ?rst status ?ag being 
set to the second status, omit transmitting the ?rst signal to the 
processor or transmit a fourth signal to the processor, the 
fourth signal instructing the processor to move the graphical 
object in a direction corresponding to an opposite of the 
direction of the movement indicated by the ?rst signal. 

In one example embodiment of the computer system, the 
input element may be a toggle button. 

In one example embodiment of the computer system, the 
input device may be con?gured for the input element to be 
moved into three positions. When the input element is in a ?rst 
one of the positions, the processor may respond to the move 
ment of the input device by moving the graphical object in the 
direction corresponding to the direction of the movement 
indicated by the ?rst signal. The computer system may pro 
vide that When the input element is in a second one of the 
positions, the processor does not move the graphical object in 
response to the movement of the input device. The computer 
system may further provide that When the input element is in 
a third of the positions, the processor may respond to the 
movement of the input device by moving the graphical object 
in a direction that is opposite to the direction corresponding to 
the direction of the movement indicated by the ?rst signal. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram that illustrates components of a 
system according to an example embodiment of the present 
invention. 

FIG. 2 shoWs a mouse having a button according to an 
example embodiment of the present invention. 

FIG. 3 is a diagram that shoWs corresponding movement 
betWeen a mouse and a graphical object according to an 
example embodiment of the present invention. 

FIG. 4 is a ?owchart that illustrates methods that may be 
performed for interpreting signals of a mouse to correspond 
ingly move a graphical object according to an example 
embodiment of the present invention. 

FIG. 5 is a ?owchart that illustrates a method for a user to 
operate a mouse to cause movement of a graphical object 
according to an example embodiment of the present inven 
tion. 
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FIG. 6 shows a mouse having a slide switch according to an 
example embodiment of the present invention. 

FIG. 7 shows a mouse having a dial according to an 
example embodiment of the present invention. 

DETAILED DESCRIPTION 

FIG. 1 shows a system according to an example embodi 
ment of the present invention. The system 1 may include a 
computer terminal 100 at which there may be located a com 
puter processor 102 for processing computer program 
instructions stored in a memory 104 and for processing input 
received, e.g., from one or more input devices 105 or received 
over a network 110, e.g., the Internet. The computer program 
may be written in any suitably appropriate computer lan 
guage or combination of computer languages. Example com 
puter languages that may be used to implement the computer 
system and method of the present invention may be Java, 
Extensible Markup Language @(ML), C++, or a combination 
thereof. However, this is a non-exhaustive list. 

The processor 102 may be any one or combination of 
suitably appropriate processing systems, such as, for 
example, a microprocessor, a digital signal processor, and/or 
a ?eld programmable logic array. The processing system may 
be embodied as any suitably appropriate computing device, 
e.g., a computer, personal digital assistant (PDA), laptop 
computer, notebook computer, a hard-drive based device, or 
any device that can receive, send, and store data. The proces 
sor 102 may be present locally at the computer terminal 100. 
Alternatively, the processor 102 or parts thereof may be 
remotely located. For example, processing may be shared 
with a processor located remotely at a server 111, e. g., oper 
ated by an entity other than the user of the computer terminal 
100. 
The memory 104 may include any combination of conven 

tional memory circuits, including electrical, magnetic, and/or 
optical systems. The memory 104 may include, for example, 
read only memory (ROM), random access memory (RAM), a 
hard disk, transportable storage media, such as a CD, DVD, 
and/ or ?oppy disk, or other bulk memory. The memory 104 
may include any suitably appropriate memory device for 
storing program instructions, storing temporary storage, 
caching, and/ or buffering data items. 

The processing may include displaying one or more ?les 
and/ or one or more graphical interface objects. The input 
devices 105 may include, e.g., a keyboard 107, a pointing 
device such as a mouse 106, and/ or any other suitably appro 
priate input device. 

The system 1 may include a monitor 108 via which the 
processor 102 may display a graphical user interface (GUI) 
109. In the GUI 109, the processor 102 may display a graphi 
cal object, the position of which may be controlled by the 
processor 102 in accordance with user input received via an 
input device 105, and in particular, via the mouse 106. The 
graphical object may be any suitable appropriate object. For 
example, a non-exclusive list of graphical objects includes a 
cursor, an arrow, and/or slide bar. The memory 104 may have 
stored therein a computer program 115 executed by the pro 
cessor 102 for interpretation of input received via the mouse 
104. 
The mouse 106 may include a roller at its bottom, which 

may be moved by moving the mouse 106. Movement of the 
roller may cause signals to be input to the processor 102. 
Alternatively, the mouse 106 may include any suitably appro 
priate sensor such as an infrared (IR) sensor, e.g., at its bot 
tom, that senses movement of the mouse 106 and that trans 
mits signals to the processor 102. The signals may be sent 
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through a wire or wirelessly. The processor 102 may interpret 
the received signals, e. g., by execution of the program 115. In 
response to received signals that indicate movement of the 
mouse 106 in a direction, the processor 102 may correspond 
ingly move a displayed graphical interface object in a corre 
sponding direction on the monitor 108. The corresponding 
direction may be the direction of movement with respect to 
the display area of the monitor 108 that would be the same as 
the direction of movement of the mouse 106 if (a) the plane of 
the surface of the monitor 108 would be translated to be 
parallel to the surface (assuming not already parallel) on 
which the mouse 106 rests and (b) the monitor 108 would be 
rotated so a direction passing from its lower end to its upper 
end (e. g., upper with respect to an orientation of objects 
displayed on the monitor 108) is the same direction as a 
direction passing from the mouse 106’s tail end toward its 
forward end. The mouse 106’s forward end may be that end 
towards which users intuitively move the mouse 106 in order 
to cause movement of a graphical object in the monitor 108 
towards the monitor 108’s upper end. 
The particular graphical object that is moved may depend 

on a context in which the mouse 106 is moved. For example, 
if, when the mouse is moved, the object is displayed in a 
position that overlays a document displayed in a word pro 
cessor environment, the object may be a cursor. If, when the 
mouse is moved, the object is displayed in a position that 
overlays a menu bar or other root window position, e.g., a 
desktop, the object may be an arrow. If, when the mouse is 
moved, the object is displayed in a position that overlays a 
scrolling track, the object may be an arrow and/or a slide bar. 
The mouse 106 may include elements provided for user 

manipulation to input data other than via movement of the 
mouse 106 as a whole. FIG. 2 shows a mouse 106 according 
to an example embodiment of the present invention. The 
mouse 106 may include buttons 201, 202, and 203, and may 
include a scroller 204. In alternative embodiments, one or 
more of the buttons and/or the scroller may be omitted. The 
button 202 may be used, e. g., to select an object for dragging 
and dropping to a new location, the location determined by 
the movement of the mouse 106 as a whole. For example, the 
user may move the mouse 106 so that a displayed arrow is 
moved over a slide bar. While the arrow is overlaid on the 
slide bar, the user may push the button 202 to select the slide 
bar. While the slide bar is so selected, the user may move the 
mouse 106. The processor 102 may then move the slide bar in 
a direction that corresponds to a direction in which the user 
moved the mouse 106. The button 203 may be used, e.g., as a 
“right click” to cause display of an options menu where 
applicable. Other functions may be assigned to the buttons 
202 and 203 and various functions may be implemented 
automatically according to context. The scroller 204 may be 
used to move an object, e.g., a document or slide bar, up 
and/or down corresponding to motion of the scroller 204. 
The button 201 may be used to effectively extend the stroke 

of the computer mouse 106 for corresponding movement of a 
graphical object on the GUI 109 in a particular direction. In 
one example embodiment, in response to a signal received 
from the mouse 106 indicating that the button 201 has been 
pressed, the processor 102, e. g., by execution of the program 
115, may reverse the correspondence of the direction of 
movement of the graphical object to the direction of the 
movement of the mouse 106. For example, movement of the 
graphical object based on the movement of the mouse 106 
may be as shown in FIG. 3 when the button 106 is pressed. 
FIG. 3 shows movement of the mouse 106 from a ?rst posi 
tion “position I’’ to a second position “position 2” in a direc 
tion 301, and shows corresponding movement of a graphical 
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object 300 from a ?rst position “position 3” to a second 
position “position 4” in a direction 302. The corresponding 
movement of the graphical object 300 in direction 302 is the 
non-intuitively expected directional movement, since side 
310 of the display area of the monitor 108 is the upper end of 
the display area and the end 311 of the mouse 106 is the tail 
end of the mouse 106. When the button 201 is not pressed (or 
is otherWise in a different state as set forth in detail below), the 
graphical object 300 may be moved by the processor 102 in an 
opposite direction 303, i.e., the intuitive direction, in response 
to movement of the mouse 106 in the direction 301 . Although 
each of the intuitive and non-intuitive directions Were 
described as being caused respectively by not pressing and 
pressing the button 201, the respective relationships may be 
reversed. 

In an alternative example embodiment of the present inven 
tion, in response to a signal indicating that button 201 has 
been pressed (or vice versa), the processor 102 may ignore 
input from the mouse 106 indicating directional movement of 
the mouse 106. For example, if the button 201 is pressed and 
the user moves the mouse 106 in direction 301, the processor 
102 may leave the graphical object 300 in the position at 
Which it Was displayed prior to movement of the mouse 106, 
i.e., the mouse 106 may be disabled at least With respect to 
directional movement of the graphical object 300 corre 
sponding to directional movement of the mouse 106. 

In an example embodiment of the present invention, in 
response to a signal received indicating that the button 201 
has been operated, the processor 102 may set a ?ag, e. g., in the 
memory 104, to a corresponding value. For example, the ?ag 
may be a bit set to 0 by default. In response to operation of the 
button 201, the ?ag may be set to 1, until another operation of 
the button 201 indicates that the ?ag should be reset to the 
default value. (Examples of particular operations that may 
indicate When to reset the default functionality are discussed 
beloW.) (The ?ag may require more than one bit, for example, 
Where more than one option regarding the mouse functional 
ity is provided to the user, as discussed beloW.) 

In an example embodiment of the present invention, 
instead of the processor 102 setting a ?ag stored in the 
memory 104, the mouse 106 itself may maintain a ?ag for 
indicating the type of signal to transmit to the processor 102. 
For example, according to this embodiment, if the mouse 106 
is moved in a direction When the locally maintained ?ag is set 
to a ?rst value, the mouse 106 may transmit a signal indicating 
movement of the mouse 106 in the direction. If the mouse 106 
is moved in the direction When the locally maintained ?ag is 
set to a second value, the mouse 106 may transmit a signal 
indicating movement of the mouse 1 06 in a direction opposite 
to the one in Which the mouse 106 Was actually moved, or 
may otherWise refrain from transmitting the signal indicating 
the movement of the mouse 106, depending on the particular 
one of the embodiments discussed above. 

In one example embodiment of the present invention, 
although the mouse 106 may be disabled With respect to 
directional movement of the graphical object 300 corre 
sponding to directional movement of the mouse 106, the 
mouse 106 may be enabled With respect to other input ele 
ments of the mouse 106. For example, With respect to a “left 
click” and a “right click” of buttons 202 and 203, the mouse 
106 may remain enabled. For example, the user may input a 
left click via the button 202 to select a slide bar. While the 
slide bar is selected, the user may move the mouse 106 in a 
particular direction to move the slide bar in a corresponding 
direction. The user may then select button 201 to disable the 
mouse 106 With respect to the responsiveness to the direc 
tional movement of the mouse 106, but may continue to 
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8 
maintain the button 202 in a pressed position, so that the slide 
bar remains selected. The user may then operate button 201 to 
re-enable the mouse 106 With respect to responsiveness to the 
directional movement of the mouse 1 06, e. g., after movement 
of the mouse 106 in a direction opposite to the particular 
direction, and continue to move the mouse 106 in the particu 
lar direction to continue to correspondingly move the still 
selected slide bar. In an alternative embodiment of the present 
invention, upon selection of the button 201, the processor 102 
may maintain the state of affairs caused by the state of the 
buttons 202, 203, and/ or any other button or input element of 
the mouse 106, e.g., aside from button 201, as they Were 
indicated at the time of selection of the button 201. Accord 
ingly, if the slide bar is selected When the button 201 is 
selected, the slide bar may remain selected even if the user 
releases button 202, until operation of button 201 to re-enable 
the mouse 106 With respect to responsiveness to the direc 
tional movement of the mouse 106 (or until a time slight 
thereafter, e.g., to give the user a chance to re-press the button 
202 to maintain the slide bar in the selected state). 

In one example embodiment of the present invention, 
Whether pressing the button 201 causes reversal of the corre 
spondence of the directional movement of the graphical 
object to the directional movement of the mouse or otherWise 
causes disablement of the causal relationship of directional 
movement of the mouse to directional movement of the 
graphical object may be provided as an option to the user. For 
example, the processor 102 may provide an interface screen 
With data entry ?elds, such as drop-doWn boxes or radio 
buttons, into Which the user may input the user’ s preference. 
In yet another embodiment, more than one button 201 may be 
provided, such that one of the buttons 201 is provided for 
causing reversal of the correspondence of the directional 
movement of the graphical object to the directional move 
ment of the mouse and another of the buttons 201 is provided 
for causing disablement of the causal relationship of direc 
tional movement of the mouse to directional movement of the 
graphical object. In yet another alternative embodiment, the 
button 201 may be con?gured to be moved into a plurality of 
positions for the different states, as discussed beloW. 
The button 201 may be positioned anyWhere on the mouse 

106. HoWever, to alloW the user to easily control the button 
201 in mid- stroke of the mouse 106, e. g., during manipulation 
of the displayed graphical object, the button 201 may be 
positioned on a side of the mouse that extends perpendicular 
to the surface on Which the mouse 106 rests When the mouse 
106 is in position for causing corresponding movement of the 
displayed graphical object by movement of the mouse 106 
against the surface. In particular, for the easy control, the 
button 201 may be positioned at a forWard half of the side, 
Where the forWard half is the half of the mouse 106 including 
the forWard end of the mouse 106. For example, Where the 
mouse 106 is positioned so that it rests on a surface having a 
plane that extends perpendicular to a plane that extends par 
allel to a user’s back, the forWard end of the mouse 106 may 
be the end furthest aWay from the user When the mouse 106 is 
positioned for corresponding intuitive movement of the dis 
played graphical object. 

In one example embodiment of the present invention, the 
mouse 106 may be con?gured to be in a default state so long 
as the user keeps the button 201 pressed, and to be in the state 
of causing reversed or inhibited corresponding graphical 
object movement When the button 201 is in a released posi 
tion. In yet another alternative embodiment, Whichever state 
the mouse 106 is in may remain until the user releases the 
button 201 and presses it again. These embodiments may be 
implemented since it may be more comfortable for the user to 
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apply pressure to the side of the mouse 106, and therefore to 
the button 201, than to relax the user’s thumb where the 
button 201 is in a released position. In one variant, which of 
the above described embodiments is to be implemented may 
be provided as another user selectable option, e. g., according 
to the methods of providing user-selectable options described 
above. 

In one example embodiment, two buttons 201 may be 
provided, each on an opposite side of the mouse 106. This 
may be useful to accommodate both left and right handed 
users, so that a right handed user may operate the button 201 
on the left side of the mouse 106 with the right handed user’ s 
thumb and so that a left handed user may operate the button 
201 on the right side of the mouse 106 with the left handed 
user’s thumb. 

In one example embodiment, the effect of pressing the 
button 201 may remain until the button 201 is released. In an 
alternative example embodiment, the effect of pressing the 
button 201 may remain even after release of the button 201 
until the button 201 is pressed again. In one example embodi 
ment, which of these should be the case may be provided to 
the user as a selectable option, e.g., provided to the user as 
discussed above with respect to other possibly provided 
options. In one example embodiment of the present invention, 
two buttons 201 may be provided. A ?rst one of the buttons 
201 may reverse or disable the default directional correspon 
dence between movement of the graphical object 300 and 
movement of the mouse 106; a second one of the buttons 201 
may restore the default functionality. 

Instead of the button(s) 201, other switch-like input ele 
ments, such as slide or rocker switches, may be provided. 
However, push-buttons may be easiest to manipulate while 
controlling directional movement of the mouse 106. Never 
theless, a slide switch requiring a certain amount of effort that 
may help prevent unintentional operation of button 201 may 
be used. FIG. 6 shows the mouse 106 having a slide switch 
600 as the button 201, according to an example embodiment 
of the present invention. In one variant, the slide switch 600 
may be con?gured for moving into any of three positions, 
shown in FIG. 6 as positions 601, 602, and 603. When the 
switch 600 is in one of the positions, a ?rst correspondence of 
the directional movement of the graphical object to the direc 
tional movement of the mouse may be implemented. When 
the switch 600 is slid into a second of the positions, reversal 
of the ?rst correspondence of the directional movement of the 
graphical object to the directional movement of the mouse 
may be implemented. When the switch 600 is slid into a third 
of the positions, causal relationship of directional movement 
of the mouse to directional movement of the graphical object 
may be disabled. In yet another embodiment of the present 
invention, the button 201 may be provided as a dial, as shown 
in FIG. 7. For example, the dial 700 of FIG. 7 may have two 
or more stop positions corresponding to different ones of the 
states described with respect to button 201. 

In an example embodiment of the present invention, the 
button(s) 201 may initially be provided without functionality 
for reversing or disabling correspondence of directional 
movement of a graphical object to directional movement of 
the mouse 106. For example, the button(s) 201 may initially 
have some other functionality or may have no functionality. 
According to this embodiment, a selectable option, e. g., 
including the sub-options discussed above, may be provided 
to the user, e.g., according to the same or different option 
selection methods discussed above, for indicating whether to 
impart to the button(s) 201 the functionality for reversing or 
disabling correspondence of directional movement of a 
graphical object to directional movement of the mouse 106. 
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10 
In one variant of this embodiment, the system and method of 
the present invention may provide the user with an option to 
select which button on the mouse 106 to impart the function 
ality. For example, the memory 104 may include data identi 
fying features, including a plurality of buttons, of one or more 
types of computer pointing devices, e.g., a plurality of types 
of computer mice. The system and method may use the stored 
feature descriptions for receiving the user input to select the 
particular button(s) to which to impart the functionality. For 
example, a drop down list including list items, each list item 
being a respective feature description, may be provided to the 
user for selection. 

In an embodiment according to which data regarding more 
than one type of computer pointing device to which the sys 
tem is adapted to impart the functionality is included in the 
memory 104, the system and method of the present invention 
may provide for receiving input from the user indicating to 
which particular pointing device to impart the functionality, 
or may otherwise automatically recogniZe which particular 
pointing device is in communication with the processor 102 
and automatically select the recogniZed device as the one to 
which to impart the functionality. 

In an example embodiment of the present invention, the 
functionality for reversing or disabling correspondence of 
directional movement of a graphical object to directional 
movement of the mouse 106 may be imparted to the mouse 
106 on an application and/ or application suite speci?c basis. 
For example, the functionality may be more pertinent to par 
ticular applications than to other applications. For example, 
continuous movement of a graphical object in a single direc 
tion might be more often performed by a user with respect to 
an Internet browser to peruse a website than with respect to 
working with a document in a word processor. According to 
this embodiment, after setting the functionality of the mouse 
106 in a particular application’s environment, the button(s) 
201 of the mouse 106 may include the functionality as long as 
the user is working within that environment. If the user leaves 
that application’s environment, for example, by minimiZing 
the application’s window or by working within, and thereby 
setting as more dominant, another window of another appli 
cation environment, the functionality may be removed 
(though the option to set the functionality with respect to the 
second application environment may be provided). In one 
variant of this embodiment, if the user returns to the applica 
tion environment in which the functionality was set, the func 
tionality may be returned. In an alternative variant of this 
embodiment, it may be required for the user to reset the 
functionality. In yet another variant, whether or not resetting 
of the functionality is required may be a selectable option. 
Furthermore, in a variant of this embodiment, even within a 
single application environment, the functionality may be lim 
ited to particular portions thereof. For example, the function 
ality may be imparted to the mouse 106 with respect to one 
window of an Internet browser, but not another window of the 
same Internet browser. In another variant, whether the extent 
to which functionality is to be imparted to the mouse 106 with 
respect to various portions of an application environment may 
be set by the user. 

FIG. 4 is a ?owchart that illustrates a method that may be 
performed for moving a graphical object within a display area 
based on movement of a mouse, according to an example 
embodiment of the present invention. At 400, a processor may 
receive a signal from the mouse. At 402, the processor may 
interpret the received signal to identify it as one of a plurality 
of signals that the mouse is con?gured to transmit to the 
processor or that the processor is con?gured to receive from 
mice. 
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If the received signal is identi?ed as identifying a direc 
tional movement of the mouse, a status of a ?ag that may be 
set to different values, each value indicating a different Way to 
respond to identi?cation of directional movement of the 
mouse, may be checked at 404. If the ?ag is set to a ?rst value, 
the processor may, at 410, reposition a graphical object by 
moving it in a ?rst direction representing the direction of 
movement indicated by the received signal. If the ?ag is set to 
a second value, the processor may, at 412, reposition the 
graphical object by moving it in a second direction opposite to 
the ?rst direction. In an alternative embodiment, if the ?ag is 
set to a second value, the processor may instead refrain from 
further responding to the received signal after 404. Subse 
quent to performance of 410 or 412 (or 404), the processor 
may Wait for another received signal at 400. 

If the received signal is identi?ed as identifying operation 
of a ?ag setting button, the processor may, at 406, change the 
?ag status. Subsequent to performance of 406, the processor 
may Wait for another received signal at 400. 

If the received signal is identi?ed as identifying some other 
operation representing an instruction to the processor to per 
form an operation other than that performed in 406 and 404 
412, the processor may at 408 perform the instructed opera 
tion. Subsequent to performance of 408, the processor may 
Wait for another received signal at 400. 

In an alternative example embodiment, the mouse itself 
may receive the signal at 400, interpret the signal at 402, 
change a local ?ag state at 406 Where appropriate, transmit 
the perform other instructed operation signal to the processor 
at 408, check the ?ag status at 404, and transmit (or refrain 
from transmitting) the directional movement signal to the 
processor according to the ?ag status at 410-412. For 
example, if the ?ag status is set to the ?rst value, the mouse 
may transmit, at 410, a signal indicating movement in a ?rst 
direction; if the ?ag status is set to the second value, the 
mouse may transmit, at 412, a signal indicating movement in 
a second direction opposite to the ?rst direction. Alterna 
tively, if the ?ag status is set to the second value, the mouse 
may refrain from transmitting a signal to the processor in 
response to the directional movement of the mouse and may 
return to Waiting for another user input at 400. 

FIG. 5 is a ?owchart that illustrates a method that may be 
performed for moving a graphical object Within a display area 
in a single direction based on movement of a mouse, accord 
ing to an example embodiment of the present invention. At 
500, a user may move a mouse in a ?rst direction. At 502, the 
user may operate a button for indicating to set a status to either 
ignore mouse movement or to treat mouse movement as 

though occurring in a direction opposite to an actual move 
ment of the mouse for corresponding movement of the 
graphical object. While the status is set, the user may, at 504, 
move the mouse in a second direction opposite the ?rst direc 
tion. At 506, the user may operate the previously operated 
button for indicating to change the status back to treating the 
mouse movement as a movement as occurring in its actually 
moved direction for corresponding movement of the graphi 
cal object. The user may then return to 500. 

Those skilled in the art can appreciate from the foregoing 
description that the present invention can be implemented in 
a variety of forms. Therefore, While the embodiments of this 
invention have been described in connection With particular 
examples thereof, the true scope of the embodiments of the 
invention should not be so limited since other modi?cations 
Will become apparent to the skilled practitioner upon a study 
of the draWings, speci?cation, and folloWing claims. 
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What is claimed is: 

1. A computer input device, comprising: 
a sensor con?gured to sense movement of the input device 

and, for each sensed movement, generate a respective 
?rst signal indicating the respective sensed movement; 
and 

an input element con?gured to generate a second signal 
When operated; 

Wherein: 

the computer input device is adapted for transmitting to 
a processor data for instructing the processor to move 
a graphical object in a direction corresponding to a 
direction of the movement indicated by the respective 
?rst signal; 

in response to the generation of the second signal, one 
of: 

(a) responsiveness to the ?rst signal by the processor 
is inhibited; and 

(b) correspondence of movement of the graphical 
object to the movement indicated by the ?rst signal 
is reversed, such that, in response to subsequent 
sensed movement of the device, the processor 
moves the graphical object in a direction that is 
opposite to a direction that corresponds to the sub 
sequent sensed movement; and 

functionality of the input element for causing the one of 
the (a) inhibition of the responsiveness and (b) rever 
sal in correspondence is provided on an application 
by-application basis, such that the functionality is 
conditional upon that the graphical object being in an 
active display environment of one of a prede?ned 
subset of a plurality of applications When the input 
element is initially activated. 

2. The computer input device of claim 1, further compris 
ing: 

a memory device con?gured to store a status ?ag; and 

a communication element con?gured to transmit signals 
generated by the computer input device to the processor; 

Wherein: 

in response to the generation of the second signal, the 
computer input device is con?gured to change a status 
indicated by the status ?ag betWeen at least a ?rst 
status and a second status; and 

the communication element is con?gured to transmit to 
the processor, conditional upon the status ?ag indicat 
ing the second status, a third signal in response to the 
generation of the ?rst signal for instructing the pro 
cessor to move the graphical object in a direction 
corresponding to a reverse direction of the movement 
indicated by the ?rst signal. 

3. The computer input device of claim 2, Wherein the com 
puter input device is con?gured to toggle the status indicated 
by the status ?ag betWeen the ?rst status and the second status 
in response to each generation of the second signal. 

4. The computer input device of claim 2, Wherein: 
in response to the generation of the second signal, the 

computer input device is con?gured to change the status 
indicated by the status ?ag betWeen the ?rst status, the 
second status, and a third status; and 

the communication element does not transmit any signal to 
the processor in response to generation of the ?rst signal 
conditional upon the status ?ag indicating the third sta 
tus. 

Case 2:14-cv-00364   Document 1-1   Filed 04/15/14   Page 15 of 17 PageID #:  19



US 7,808,483 B2 
13 

5. The computer input device of claim 1, further compris 
ing: 

a communication element con?gured to: 

transmit the ?rst signal to the processor in response to 
the generation of the ?rst signal; and 

transmit the second signal to the processor in response to 
generation of the second signal for instructing the 
processor to change a status indicated by a status ?ag 
With Which the processor is in communication and 
according to Which the processor interprets a direc 
tionality indicated by the ?rst signal. 

6. The computer input device of claim 4, Wherein: 

the input device includes a button, in response to activation 
of Which, a displayed component is selectable; and 

the system is con?gured such that, Where the input element 
is manipulated to cause the status ?ag to be changed to 
indicate the third status While the displayed component 
is selected by activation of the button, the component 
remains selected even after de-activation of the button 
until the status ?ag changes again. 

7. The computer input device of claim 2, Wherein the com 
puter input device is a computer mouse and the processor is 
part of a computer to Which the computer mouse is connected. 

8. A method for causing movement of graphical object in a 
single direction, comprising: 
moving a computer input device in a ?rst direction With 

respect to a surface, the computer input device being in 
close enough proximity to the surface for generation of 
signals identifying a type of movement of the computer 
input device With respect to the surface and being in 
communication With a processor that controls move 
ment of the graphical object on a display in response to 
the signals; 

after the moving of the computer input device in the ?rst 
direction, operating an input element integrated With the 
computer input device; and 

after the operation of the input element and While main 
taining the computer input device in the close enough 
proximity to the surface, moving the computer input 
device in a second direction that is opposite the ?rst 
direction, the processor moving the graphical object in 
the single direction responsive to the directionality of 
movement of the computer input device in the second 
direction; 

Wherein functionality of the input element for causing 
movement of the graphical object in the single direction 
in response to movement of the computer input device in 
the second direction that is opposite the ?rst direction is 
provided on an application-by-application basis, such 
that the functionality is conditional upon that the graphi 
cal object being in an active display environment of one 
of a prede?ned subset of a plurality of applications When 
the input element is initially activated. 

9. The method of claim 8, Wherein each of the movement of 
the computer input device in the ?rst direction prior to the 
operation of the input element and the movement of the 
computer input device in the second direction after the opera 
tion of the input element causes the movement of the graphi 
cal object in the single direction on the display. 

10. A computer system, comprising: 
a display device; 
a processor con?gured to control movement of a graphical 

object in the display device; and 
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14 
an input device comprising: 

a sensor con?gured to sense movement of the input 
device and, for each sensed movement, generate a 
respective ?rst signal indicating the respective sensed 
movement; and 

an input element con?gured to generate a second signal 
When operated; 

Wherein: 
the input device is con?gured to transmit to the proces 

sor data for instructing the processor to move the 
graphical object in a direction corresponding to a 
direction of the movement indicated by the respective 
?rst signal; 

in response to the generation of the second signal, one 
of: 
(a) responsiveness to the ?rst signal by the processor 

is inhibited; and 
(b) correspondence of movement of the graphical 

object to the movement indicated by the ?rst signal 
is reversed, such that, in response to subsequent 
sensed movement of the device, the processor 
moves the graphical object in a direction that is 
opposite to a direction that corresponds to the sub 
sequent sensed movement; and 

functionality of the input element for causing the one of 
(a) inhibition of the responsiveness and (b) reversal in 
correspondence is provided on an application-by-ap 
plication basis, such that the functionality is condi 
tional upon that the graphical object being in an active 
display environment of one of a prede?ned subset of 
a plurality of applications When the input element is 
initially activated. 

11. The computer system of claim 10, Wherein: 
the input device is a computer mouse; and 
the input element is a button positioned on a side of the 
mouse that extends perpendicular to a surface on Which 
the mouse rests When the mouse is in position for caus 
ing the one of (a) and (b), at a front half of the mouse. 

12. The computer input device of claim 11, Wherein: 
the operation of the input element for causing the genera 

tion of the second signal is by releasing the button. 
13. The computer system of claim 10, further comprising: 
a memory device storing a ?rst status ?ag; 
Wherein the processor is con?gured to: 

receive user input indicating to provide functionality to 
the system for causing the one of (a) and (b) in 
response to the generation of the second signal; 

responsive to the user input, set a status indicated by the 
?rst status ?ag for indicating that the functionality is 
to be provided; and 

respond to the generation of the second signal in accor 
dance With the ?rst status ?ag. 

14. The computer system of claim 13, Wherein the user 
input identi?es Which of (a) the reversal and (b) the inhibition 
of responsiveness to the ?rst signal is to be caused in response 
to the generation of the second signal. 

15. The computer system of claim 13, Wherein: 
the memory includes a second status ?ag; and 
the processor is con?gured to change a status of the second 

status ?ag betWeen a ?rst status and a second status in 
response to receipt of the second signal. 

16. The computer system of claim 15, Wherein the proces 
sor is con?gured to toggle the status of the second status ?ag 
betWeen the ?rst status and the second status in response to 
each receipt of the second signal. 

17. The computer system of claim 13, Wherein the proces 
sor is con?gured to identify the input device and determine 
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Whether the functionality for causing the one of (a) and (b) is 
applicable to the input device. 

18. The computer system of claim 10, Wherein: 
the processor is con?gured to: 

receive user input indicating to provide functionality to 
the system for causing the one of (a) and (b) in 
response to the generation of the second signal; and 

responsive to the user input, transmit a third signal to the 
input device; and 

the input device: 
includes a memory device storing a ?rst status ?ag; 
is con?gured to, in response to the third signal, change a 

status indicated by the ?rst status ?ag from a ?rst 
status corresponding to a disablement of the function 
ality for causing the one of (a) and (b) to a second 
status corresponding to an enablement of the func 
tionality for causing the one of (a) and (b); and 

is con?gured to, in response to the generation of the 
second signal and conditional upon the ?rst status ?ag 
being set to the second status, one of omit transmitting 
the ?rst signal to the processor and transmit a fourth 
signal to the processor, the fourth signal instructing 

16 
the processor to move the graphical object in a direc 
tion corresponding to an opposite of the direction of 
the movement indicated by the ?rst signal. 

19. The computer system of claim 10, Wherein the input 
5 element is a toggle button. 

15 

20 

20. The computer system of claim 10, Wherein: 
the input device is con?gured for the input element to be 
moved into three positions; 

When the input element is in a ?rst one of the positions, the 
processor responds to the movement of the input device 
by moving the graphical object in the direction corre 
sponding to the direction of the movement indicated by 
the ?rst signal; 

When the input element is in a second one of the positions, 
the processor does not move the graphical object in 
response to the movement of the input device; and 

When the input element is in a third of the positions, the 
processor responds to the movement of the input device 
by moving the graphical object in a direction that is 
opposite to the direction corresponding to the direction 
of the movement indicated by the ?rst signal. 

* * * * * 
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